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Abstract

Sub-pixel fire characterization is essential for quantifying wildfire energetics,
combustion phase dynamics, and their atmospheric impacts from satellite
observations. This study presents a series of Observing System Simulation
Experiments (OSSEs) to systematically evaluate the influence of tempera-
ture phase complexity, channel selection, and intra-phase temperature het-
erogeneity on the performance of a Bayesian retrieval framework. Using
synthetic observations derived from a multi-phase radiance model, we as-
sess retrieval skill across key fire properties—including Fire Radiative Power
(FRP), visible energy fraction (VEF), and flaming heat flux—under realis-
tic sensor constraints. Results show that a bi-phasic fire model provides a
strong balance between accuracy and observational feasibility, outperforming
conventional approaches such as Wooster’s FRP regression, particularly in
low-intensity fire scenarios. FRP is the retrieved quantity most resilient to
model and observational uncertainties, while VEF and heat flux estimates are
more sensitive to both fire phase partitioning and spectral coverage. Short-
wave and mid-infrared bands, especially the day-night band (DNB) and 2.25
pm channels, are shown to offer the greatest constraint on retrieval accu-
racy. We further analyze the impact of intra-phase temperature variability
and propose practical filtering strategies for identifying low-confidence cases,
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such as smoldering-dominated fires. The theoretical framework is applicable
to multi-channel fire observations more generally, while its companion Part
IT implementation focuses specifically on nighttime VIIRS observations.

Keywords: Wildfire, sub-pixel characterization, flaming temperature,
smoldering temperature, fire radiative power, modified combustion
efficiency, heat flux, OSSE, Bayesian, retrievals

1. Introduction

Accurate parameterization of wildfires is essential for estimating biomass
burning emissions and their vertical injection profiles—two critical inputs for
fire weather forecasting and post—impact assessments. This need has become
increasingly urgent as climate change alters fire regimes and intensifies wild-
fire activity in many regions. Although total global burned area has declined
in recent decades, largely owing to reduced burning in savanna and grassland
ecosystems, forest fire activity and extreme wildfire behavior have increased
in several regions, fire-conducive seasons have lengthened, and nighttime fires
have become more intense (Abatzoglou and Williams, 2016; Bondur et al.,
2020; Goss et al., 2020; Touma et al., 2022; Balch et al., 2022). These trends
pose growing threats to public safety and environmental sustainability (Xu
et al., 2020; Congressional Budget Office, 2022). Satellite-based remote sens-
ing has become an indispensable tool for near real-time (NRT) wildfire moni-
toring (Giglio et al., 2016; Wooster et al., 2012; Schmidt, 2020; Csiszar et al.,
2014; Schroeder et al., 2014; Polivka et al., 2016; Zhou et al., 2023), support-
ing fire response strategies, forecasting, and post-fire evaluation (Chuvieco
et al., 2020; Giglio et al., 2006). NRT fire detections and characterizations
from the MODerate Resolution Imaging Spectroradiometer (MODIS; Giglio
et al.,, 2016) and the Visible Infrared Imaging Radiometer Suite (VIIRS;
Schroeder et al., 2014), distributed via platforms such as the Fire Informa-
tion for Resource Management System (FIRMS; Davies et al., 2008), have
been critical to tracking fire evolution, informing firefighting operations, and
coordinating evacuations.

Over the past two decades, global spaceborne fire detection products have
primarily provided two bulk properties of wildfire: fire location and fire ra-
diative power (FRP; Schroeder et al., 2014; Giglio et al., 2016). Fire locations
are identified through a bi-spectral contrast approach, typically using a fire-
sensitive mid-wave infrared (MWIR) band near 4 ym and a thermal infrared



(TIR) background-sensitive band around 11 pum (Dozier, 1981; Justice et al.,
2002; Schroeder et al., 2014; Zhou et al., 2023). The active fire locations are
then integrated to estimate burned area (Giglio et al., 2006). FRP, which
quantifies the rate of radiative energy emitted by active fires, is typically
derived via empirical regression using brightness temperatures or anomalies
in MWIR and TIR radiance (Justice et al., 2002; Wooster et al., 2003; Deng
et al., 2024). Burned area and FRP serve as key inputs for global and regional
fire emission inventories such as the Global Fire Emissions Database (GFED;
Van Der Werf et al., 2017), Quick Fire Emissions Dataset (QFED; Darmenov
and da Silva, 2015), and the Global Fire Assimilation System (GFAS; Kaiser
et al., 2013), which support both NRT air quality forecasts and long-term
climate impact studies (Warneke et al., 2023; Pan et al., 2020; Li et al., 2022).
In parallel with these bulk estimates, efforts have been made to retrieve sub-
pixel fire properties by combining MWIR and TIR observations to estimate
a single fire temperature and fractional area. This is typically achieved using
the bi-spectral Dozier method (BSDM) (Dozier, 1981) or similar sub-pixel
techniques (Menzel et al., 1991; Eckmann et al., 2009). Although BSDM
is subject to uncertainties, particularly due to its sensitivity to background
temperature estimates and subpixel temperature heterogeneities (Giglio and
Kendall, 2001), subsequent studies have shown that such uncertainties can
be mitigated with appropriate treatment (Peterson et al., 2013; Peterson and
Wang, 2013). Notably, the retrieved temperature and fractional area provide
stronger constraints than FRP or total pixel area when estimating smoke
injection heights (Peterson et al., 2014).

However, these bulk fire properties provide limited information about the
combustion state within a fire pixel. Flaming and smoldering combustion
differ substantially in temperature, combustion efficiency, heat release, and
emission characteristics; consequently, their relative contributions influence
both the chemical composition of fire emissions and the buoyancy available
for plume rise. Satellite-derived VEF provides a radiometric measure of
combustion phase and has been shown to correlate with modified combus-
tion efficiency (MCE), providing a potential constraint on phase-dependent
fire emissions (Wang et al., 2020a; Zhou et al., 2023). Similarly, resolv-
ing the flaming component allows estimation of phase-specific radiative and
convective heat fluxes, quantities that are more directly related to plume
buoyancy than total FRP alone (Peterson et al., 2014; Freitas et al., 2007).
Thus, resolving sub-pixel combustion structure can extend satellite fire char-
acterization from bulk radiative-energy estimates toward combustion-aware
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emission and plume-injection parameterizations.

The availability of multi-channel fire-sensitive observations enables the
extension of Dozier’s mono-phasic fire model to multi-phase formulations that
better represent sub-pixel wildfire heterogeneity. In this study, we extend
the effective-temperature assumption to a bi-phasic model that separates
flaming and smoldering components. We develop the Monte Carlo Biphasic
Estimation of Fire Properties (McBEF) algorithm, which retrieves phase-
specific temperatures and fractional areas from multi-channel observations
using a Bayesian inference framework. This paper is the first in a two-part
series. Here, we focus on a suite of Observing System Simulation Experiments
(OSSEs) designed to investigate the feasibility, behavior, and benefits of using
a bi-phasic fire model for sub-pixel fire characterization. Specifically, this
study has three primary objectives. First, we assess how the assumed number
of fire-temperature phases influences radiative closure and the retrieval of
fire-relevant quantities from multi-channel radiance observations. Second, we
evaluate the information content of different spectral-channel configurations,
with emphasis on the roles of shortwave, midwave, and thermal infrared
observations in constraining flaming and smoldering components. Third, we
investigate how unresolved intra-phase temperature heterogeneity affects the
stability and accuracy of retrieved FRP, VEF, and phase-specific heat fluxes.
Together, these OSSEs provide a controlled theoretical basis for selecting a
practical McBEF model configuration before applying the framework to real
VIIRS nighttime observations in the companion paper (Zhou et al., 2026).

The remainder of this paper is organized as follows. Section 2 presents
the general formulation of the multi-phasic fire radiance problem, which pro-
vides the basis for generating synthetic satellite fire observations in Section 4.
Section 3 introduces the Bayesian estimation framework. Section 5 presents
the results of the OSSE-based theoretical analysis. Section 6 summarizes the
key findings.

2. Formulation of the Problem: Remote Sensing of Multi-phasic
Fires

In the absence of solar contamination, the signal received from a fire
event by a moderate-resolution spaceborne sensor can be modeled using a
spectral radiance formulation that accounts for contributions from the fire,



background, atmosphere, surface, and sensor characteristics, given by,

LAT,) = / B(T, A)a(T)dT + B(T), ) (1_ / a(T)dT) (1)

Here, T}, represents the background temperature of the surrounding environ-
ment and A is the vector of the central wavelength of interest. The function
a(T') describes a continuous temperature-area distribution that reflects the
sub-pixel variability in fire temperature, influenced by fuel type, load, mois-
ture, topography, and meteorological conditions. The term B(T, \) denotes
the top-of-atmosphere (TOA) radiance at temperature 7" and a given wave-
length A, defined as:

TN PN T)D(N)dA
A= JoZ ®(N)dA

(2)

where P(A,T) is the Planck function, ®()) is the sensor spectral response
function, 7(\) is the atmospheric transmittance, and () is the emissivity of
the emitter. This model assumes the fire behaves as a blackbody or greybody
emitter and is valid in spectral regions where fire radiance is predominantly
governed by Planckian emission. Narrow alkali metal emission lines (e.g.,
sodium or potassium, Vodacek et al., 2002; Amici et al., 2011), generated by
ionization of metallic compounds, are not accounted for in Eq. 1.

In practice, the continuous temperature—area function a(7") cannot be
directly retrieved from the limited number of spectral observations available
with current satellite sensors. To make the problem tractable, most fire char-
acterization methods approximate the temperature structure using a finite
set of temperature phases, each with an associated fractional area. Under
this assumption, Eq. 1 can be discretized as:

L(T,a,\T)) =Y _B(T;, A a(T;) + B(T}, A) (1 - Za(ﬂ)) (3)

)

Here, T' = {T;} and a = {a(T;)} represent the temperatures and fractional
areas of the finite temperature phases, respectively. The retrieval problem
therefore depends critically on two factors: (1) the number of temperature
phases used to represent the sub-pixel fire structure, and (2) the number and
spectral placement of observation channels provided by the sensor.



In the finite-phase formulation above, the choice of how many phases to
include recovers well-known special cases: a single phase yields the classic
monophasic model, two phases the bi-phasic flaming—smoldering model, and
three phases extensions that include a cooling/recently burned component.
The seminal monophasic fire model proposed by Dozier (1981) assumes a
sub-pixel hot source at temperature Ty occupying a fractional area a within
a cooler background at temperature 7j. Despite its simplicity, this model
established the theoretical foundation for sub-pixel fire characterization and
has been widely adopted in satellite fire retrieval algorithms (e.g., Peterson
et al., 2013; Peterson and Wang, 2013). To represent more realistic combus-
tion conditions, Kaufman et al. (1998) introduced a bi-phasic framework that
separately characterizes flaming and smoldering components, while Wooster
et al. (2003) extended this approach by adding a cooling phase to account for
recently burned areas in spatially extensive fire scenes. These multi-phase
representations, though conceptually more complete, have been used primar-
ily for empirical calibration and cross-sensor algorithm development due to
the limited number of available thermal channels. Early satellite instruments
such as AVHRR provided only two suitable bands near 4 ym and 11 pm,
constraining retrievals to bi-spectral formulations (Li et al., 2001; Dozier,
1981). The inclusion of additional shortwave and midwave infrared channels
in later sensors such as MODIS, VIIRS, and SLSTR has since enabled a
more comprehensive representation of sub-pixel combustion processes, moti-
vating the development of physically based multi-phase retrieval frameworks
as described in Section 3.

3. Retrieval of Fire Properties from Multi-wavelength Sensors

With the forward model established (Section 2) and the historical context
summarized above, we focus here on retrieval. We first present the BSDM
formulation as a notational baseline (Section 3.1), then extend to a bi-phasic
forward model (Section 3.2) and a Bayesian inference framework (McBEF) to
address nonlinearity and temperature—area trade-offs in multi-channel data.

3.1. Dozier’s Algorithm for Uni-phasic Fires

Under the uni-phasic assumption, the classic BSDM treated the at-sensor
radiance at 4 ym and 11 ym as a linear mixture of a hot sub-pixel component

with temperature T and fractional area a, and a background at temperature
Tbl



L4 = (lB4(Tf) + (]_ — CL)B4(TB) (4)
LH = CLBH(TJC> + (1 — CL)BH<TB) (5)

Here, B, and Bj; are the TOA radiance operators at 4 um and 11 pm.
Given observed radiances L4, L1, and an estimate of Ty (e.g., from non-fire
neighbors or longwave measurements), Eq. (4) can be solved using optimal
estimation taking in consideration the observational uncertainties and (7, a)
as control variables. However, the classic BSDM takes the simplistic view of
treating this as a simple case of two equations in the two unknowns (77, a).
Eliminating a yields a single implicit nonlinear equation for 7%:

0 Ly—By(Tg) L — Bu(T) (6)
~ By(Ty) — Ba(Tg)  Bu(Ty) — Bu(Th)’

which is solved numerically; the common ratio gives a. Despite its simplicity,
this formulation established the foundation for sub-pixel fire retrieval and
has been widely adopted and adapted in satellite algorithms (e.g., Giglio
and Kendall, 2001; Peterson et al., 2013; Peterson and Wang, 2013; Zhang
et al., 2025). Notice that (Giglio and Kendall, 2001) questions the validity
of Dozier’s approach for heterogenous fires.

3.2. Generalization to Bi-phasic Fires

To better represent heterogenous fire pixels, the next simple model allows
for separate (flaming, smoldering) phases with temperatures (7%, 7s) and
fractional areas (ay, as):

Li = ay Bi(Ty) + as Bi(Ty) + (1—ay—a,) Bi(Ty), k=1,...,K, (7)

with constraints ay > 0, as; > 0, and ay + a; < 1. Even with known 7, the
unknown parameter vector @ = (T, Ty, af, as) is four-dimensional; hence, a
purely deterministic solution requires at least K > 4 informative channels
and remains sensitive to measurement noise and forward-model mismatch.
In practice (and as quantified later in Fig. 7), information content varies
strongly with wavelength. Shortwave/visible and midwave channels, such
as VIIRS DNB (0.7~0.9um), 1.24 pm, 1.60 pum, and 2.25 pum, tend to have
higher leverage on the flaming temperature 7t and its fractional area because
of the large brightness contrast with the background. By contrast, longwave
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thermal channels (e.g., 8.55, 10.5, and 12.01 pm) better anchor the cooler
components (stabilizing 7, and improving sensitivity to 7). As additional
bands are incorporated, the feasible region in (7, T}) progressively contracts
and the temperature—area degeneracy relaxes, leading to a sharper joint like-
lihood. This motivates a probabilistic treatment that can coherently fuse
channels with heterogeneous sensitivity and noise. We revisit these effects
quantitatively in Section 5.2 (Fig. 7), where we compare single-band and
multi-band configurations within an OSSE using VIIRS-like SNR.

3.3. Bayesian Retrieval Formulation for Multi-phasic Fires

The characterization of wildfires can be framed as a parametric estima-
tion problem that involves determining a set of parameters 6 from a set of
observed data y, given inputs @ in a noises system. The starting point is the
measurement equation,

y=fl(x:0)+¢€ (8)

where the forward operator f maps the input @ to the observable y; €° rep-
resents the observation error that accounts for errors in the forward model f,
detector noise and error of representativeness (Rodgers, 1990). As it is com-
mon practice, here we assume that € follows a known probability distribution
(e.g., Gaussian). For our specific problem, f is the band radiance model that
simulates the radiance emitted by wildfires at selected wavelengths. This
model is constructed by making specific assumptions about the number of
fire phases (flaming, smoldering, cooling, etc), accounting for the sub-pixel
temperatures and fractional areas; details will be given in Section 4.2.

With prior knowledge of the probability distribution of the parameters
p(0), Bayes’s theorem can be used to update this knowledge in light of ob-
served data y. The results are posterior distribution of the parameters 6 is

given by: (] 0)p(6)
_ ply|z; 0)p

where p(y|x; ) is the likelihood function which can be obtained from Eqn. 8
under appropriate assumptions about the observation error distribution. p(y|x)
is the marginal likelihood representing the probability of observing y given x
across all theoretical scenarios supported by the prior. Calculating the exact
marginal likelihood can be challenging; however p(y|x) serves as a normal-
izing constant to ensure that the posterior distribution p(8@|y, x) integrates



to one, ensuring it as a proper probability distribution. While further as-
sumptions could be introduced to reduce this to a classic optimal estimation
retrieval, the non-gaussianity of the parameters involved calls for a more gen-
eral application of Bayes’ theorem as we will see later. Therefore, we explore
the application of Markov Chain Monte Carlo (MCMC, Robert and Casella,
2011) methods for estimating fire properties from multi-wavelength satellite
data.

The MCMC algorithm adopted here belongs to a broad class of algorithms
used in statistical physics, economics, and computational biology, among
other fields, for sampling from complex probability distributions (Gelman
et al., 1995). MCMC is particularly useful when direct sampling is difficult
due to the high dimensionality of the space or complexity of the distribu-
tion. MCMC operates by generating a Markov chain that achieves equilib-
rium at the desired posterior distribution p(z). This allows the chain to
systematically explore the parameter space, with the frequency of visiting
any particular region being proportional to the posterior probability of that
region. Once the chain reaches its stationary distribution, samples from the
chain can be used as samples from the posterior distribution p to perform
Monte Carlo integration for parameter estimation and uncertainty quantifi-
cation. The MCMC has been sucessfully used on a number atmospheric,
oceanic and hydrological applications (e.g., Posselt, 2013; Norris and Silva,
2016, and references within).

Before presenting the details of our MCMC implementation we start de-
scribing the Observing System Simulation Experiment (OSSE) framework
that will be used to assess the merits of the algorithm.

4. Observing System Simulation Experiments Design and Evalua-
tion Strategy

An Observing System Simulation Experiment (OSSE) is a cost-effective
and widely adopted approach for evaluating the potential of proposed ob-
servational systems and data types to advance scientific understanding and
prediction capabilities before real-world deployment. OSSEs provide a con-
trolled and flexible testbed for assessing information content, guiding algo-
rithm development, and quantifying uncertainties under well-defined, con-
trolled conditions. The overall McBEF OSSE framework is summarized in
Fig. 1. The workflow links three elements examined in this study—the com-
plexity of the assumed fire model, the spectral information available to the



retrieval, and unresolved intra-phase temperature heterogeneity—to the gen-
eration of synthetic observations, Bayesian retrieval, and subsequent evalu-
ation of fire properties. This framework provides the basis for the three
experiments described below.

Define OSSE experiment Generate synthetic truth Forward radiance model
+ Model complexity « Phase temperature « Planck radiance
o Mono/bi/tri-phasic o Area-weighted fire signal
o Channel configuration T, Te, T, Ty « Background contribution
o hyperspectral e Sensor/channel sampling
o VIIRS P»le Fractional areas o Observational noise
o SLSTR
o selected bands af, Ag, 3y
« Temperature heterogeneity v
o homogenous « Optional sub-phase
o heterogeneous temperature distribution Simulated observations
LA or band radiances used as
MCcBEF input
Y
Posterior fire products i .
Evaluation Bayesian McBEF retrieval
. . o TpTs Ty .
o Compare with synthetic truth e a a. a . I\/I_ono-p_hasm model
« Radiative closure < FfI;RPS,VErF < Bi-phasic model
« FRP/VEF/heat flux errors * Q.. q o Tri-phasic model
« Compare with Wooster approach ® “rad> “conv ) e MCMC posterior sampling
e 95% HDl/uncertainty

Figure 1: Schematic of the McBEF OSSE workflow. Synthetic fire scenes are gen-
erated under prescribed fire-phase, spectral-channel, and intra-phase temperature-
heterogeneity configurations, converted to simulated radiances, retrieved using
McBEF, and evaluated against the synthetic truth using radiative-closure and
application-oriented metrics.

In the context of satellite-based sub-pixel fire characterization, the core
challenge lies in approximating the continuous temperature-area distribution
a(T) of wildfire scenes using finite-phase fire models such as Eqn. 4 or 7. This
approximation is constrained by the limited number of spectral radiance ob-
servations available from satellite sensors and the structure of the parametric
model used in the estimation. Consequently, two factors primarily govern the
quality of retrievals: (1) the number of temperature phases assumed in the
fire model, and (2) the number and nature of the spectral channels used
in the estimation. These two factors are often interdependent in practice.
While increasing the number of phases may improve representation of the
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fire’s thermal heterogeneity, the limited number of spectral radiances and /or
the lack of information content in the available channels may render these
parameters non-identifiable. Therefore, when designing a fire model to gen-
erate a nature run able to characterize the strengths and limitations of the
algorithm one needs to strike a balance between the generality of the nature
model (typically more complex than what is assumed by the retrieval) and
its complexity (so that a meaningful retrieval can still be achieved).

The utility of each spectral channel depends on its inherent information
content. For instance, visible bands offer little sensitivity to smoldering tem-
peratures below approximately 600 K, while long-wave infrared channels typ-
ically show a weak radiance response to biomass burning conditions. Addi-
tionally, the availability of useful observations is inherently limited by sensor
design and saturation, environmental constraints, such as solar contamina-
tion, surface background interference, and atmospheric absorption and scat-
tering (such as from pyrogenic smoke), which may render certain wavelengths
unusable.

In this section, we design OSSESs to systematically examine the combined
effects of fire model complexity and observational channel availability on sub-
pixel fire characterization. We address the following fundamental questions:

e Assess how the number of temperature phases influences ra-
diative closure, i.e., the ability of a finite-phase fire model assumed in
the retrieval to reconstruct the simulated spectral radiance observations
with a more complex fire model,

e Evaluate the information content of operational channels and
identify the role of each band in constraining sub-pixel fire properties;

e Investigate the impact of intra-phase temperature heterogene-
ity on retrieval accuracy and stability under representative multi-band
configurations from current satellite fire monitoring systems.

We begin by describing the overall OSSE configuration and nature run
generation, then proceed to address each of these questions in detail in the
subsequent subsections.

4.1. Nature Run

A nature run is a model simulation used to simulate the synthetic truth ob-
servations. We used the finite-phase fire model defined in Eqn. 3 to simulate
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TOA fire radiance. Up to three fire temperature phases are considered, e.g.
flaming, smoldering, and residual, along with a homogeneous background.
The temperature and corresponding fractional area for each phase were ran-
domly sampled from predefined uniform distributions (Table 1). To represent
intra-phase temperature sub-pixel variability, we included both homogeneous
and heterogeneous scenarios. The homogeneous model, though simple, is con-
sistent with prior studies (Kaufman et al., 1998; Wooster et al., 2003) and
serves as the baseline configuration for phase modeling in our OSSEs; the re-
trieval model assumes homogeneous temperatures within each phase. In this
case, each phase is represented by a single temperature and corresponding
fractional area sampled based on Table 1. The phase-specific temperature
ranges are adopted from the combustion literature and are used as physically
plausible bounds for the OSSE sampling space (Rein, 2016; Ward, 2001).
Within each phase, the central temperature and prescribed heterogeneity
are used to construct controlled synthetic truth cases for testing the impact
of unresolved intra-phase temperature variability, rather than to prescribe an
empirical probability distribution of real fire temperatures. Because observa-
tional constraints on the true subpixel temperature distributions are limited,
bounded uniform sampling is used to systematically explore the prescribed
temperature ranges while avoiding additional assumptions about distribu-
tion shape. These ranges of the fractional area are based on the synthetic
fire configurations of Wooster et al. (2003), in which flaming components were
assigned smaller fractional areas than cooling/smoldering components to pro-
duce pixel-integrated brightness temperatures broadly consistent with satel-
lite observations. The one-order-of-magnitude difference between the flaming
and smoldering/residual sampling ranges is not intended to impose a fixed
phase-area ratio; the phase areas are sampled independently within their
prescribed ranges. Instead, this configuration provides a broad OSSE sam-
pling space that reflects the radiometric expectation that high-temperature
flaming components can produce strong shortwave/MIR signals over smaller
areas, whereas cooler smoldering and residual components can extend over
larger areas.

4.1.1. Heterogeneous model

For more realistic heterogeneous scenarios (which will allow evaluation
of the impact of the homogeneous assumption in the retrievals) we adopt a
sub-column approach as in Norris and da Silva (2016), in which each phase
is represented by an ensemble of sub-phase temperatures. An illustration of
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Table 1: Configurations of OSSE fire phase

1 Fractional area

Phase Temperature (K)
Flaming Ty ~ U(900,1400) log, as ~ U(—6, —2)
Smoldering T, ~ U(460,900) log,, as ~ U(=5,—1)
Residual T, ~ U(320,460) log,, a, ~ U(=5,—1)

Background Ty, ~ U(270, 320) l—af—as—a,

! Temperature range for different phase are adopted from
Rein (2016) and Ward (2001).

this sampling strategy is shown in Fig. S1. First, a central temperature is
prescribed for each phase (green bar), which serves as the midpoint of a pre-
defined intra-phase temperature variation. Based on this central value and
the specified temperature heterogeneity, an allowable sampling range is con-
structed for each phase. Sub-phase temperature members are then sampled
uniformly from this range (gray bar). For example, with a heterogeneity
of 200 K and a central flaming temperature of 1116 K, the allowed sam-
pling range spans from 1016 K to 1216 K. The fractional area of each phase
is evenly divided among its sub-phase members, and the total radiance is
computed by summing the contributions from each.

To maintain clear separation between adjacent combustion phases in the
heterogeneous OSSE cases, we adjust the predefined central-temperature
sampling ranges according to the specified intra-phase heterogeneity. Specif-
ically, the lower bound is increased by half of the temperature variation,
TP =T, + AT/2, and the upper bound is decreased by the same amount,
Trv =T, — AT/2, where AT represents the prescribed intra-phase temper-
ature heterogeneity. This adjustment ensures that the sampled sub-phase
temperatures remain within the original phase-specific temperature ranges
after heterogeneity is applied. For example, with AT = 200 K, the adjusted
central-temperature range for the flaming phase becomes U (1000, 1300), so
that the resulting sub-phase temperatures can still span the original flam-
ing range of 900-1400 K without overlapping adjacent phases. This phase
separation is used as a controlled OSSE design assumption to facilitate in-
terpretation of the synthetic truth and retrieval errors; it is not intended to
imply that real fire scenes always exhibit sharply separated temperature dis-
tributions. We use bounded uniform sampling because the true prior distri-
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butions of subpixel combustion-phase temperatures are not well constrained
observationally, and because uniform sampling allows systematic exploration
of the prescribed physically plausible temperature ranges.

4.1.2. Spectral Coverage

To simulate multi-channel observations we assume that fires are black-
body emitters (emissivity e€(\) = 1) across the relevant wavelengths, consis-
tent with common assumptions about fire emissivity (Peterson et al., 2013;
Giglio and Kendall, 2001). We consider two basic sets of simulations:

Idealized hyper-spectral sensor. As a first step, we consider a uniform
hyper-spectral sensor (USS) with wavelengths from 0.5 pm to 12 pm
in 0.1 um steps. Line-by-line radiances are calculated directly from
the corresponding Planck function without applying a Relative Sen-
sor Response (RSR) function, thereby reducing complexity. We also
neglect atmospheric absorption for this idealized simulation as our pri-
mary goal is to disentangle the coupling effects of temperature-phase
count and channel selection on fire characterization.

Realistic multi-spectral sensor. For a more realistic multi-channel simu-
lation, we adopt the VIIRS spectral configuration, given that VIIRS is
currently one of the most advanced spaceborne fire sensors used opera-
tionally. The VIIRS RSR, ®()), is obtained from the NOAA Center for
Satellite Applications and Research (https://ncc.nesdis.noaa.gov/
VIIRS/VIIRSSpectralResponseFunctions.php). We used the Uni-
fied Linearized Vector Radiative Transfer Model (UNL-VRTM, Wang
et al., 2020b), specifically developed for wildfire studies, to simulate at-
mospheric transmittance 7(\) across the wavelengths of interest. As a
first-order approximation, only Rayleigh scattering at standard atmo-
spheric pressure and gas absorption (HITRAN, Rothman et al., 2013)
are included. Although aerosols such as smoke could further attenu-
ate fire light via scattering and absorption, these complex effects are
excluded from the OSSE for simplicity.

4.1.3. Example Simulation
For illustration, Fig. 2 presents a radiative-transfer-based decomposition
of the apparent fire signal, including fire-emitted radiance, reflected solar
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Figure 2: Simulated top of atmosphere (TOA) spectral radiance from visible to
thermal infrared (nadir view). The black line is the TOA solar radiance reflected
by a grass land surface. The blue line is the radiance emitted by the grassland
assuming a temperature of 310 K. The green (smoldering)and red (flaming) line
are the spectrum radiance of two bi-phasic fires, respectively. The fire radiance is
convoluted to 25 nm spectral resolution for graph clarity. The orange line is the
fire and background signal on top of the reflected sunlight. The gray shaded area
is the atmosphere transmittance considering gas and Rayleigh scattering. The
bottom block plots are the band availability, for both day and night, of VIIRS,
MODIS, GOES-R, and SLSTR, color-coded with the corresponding band-wised

atmosphere transmittance.

radiance, and atmospheric effects. This example is separate from the ideal-
ized hyperspectral OSSE, in which relative spectral response convolution and
atmospheric absorption are neglected to isolate the information content of
spectral coverage. Two homogeneous fire scenarios are presented: 1) one with
a flaming component at 1116 K occupying 0.05% of the pixel and a smoldering
component at 643 K occupying 0.22%, and 2) another with 1,116 K flaming
temperature occupying 0.07% and 642 K smoldering temperature at 0.02%.
Assuming a 750 m resolution pixel, the derived FRPs are 35.3 MW and
35.7 MW, representing small-to-moderate-sized fires (Laurent et al., 2019;
Xu et al., 2010; Li et al., 2019). The TOA and surface boundary conditions
are given by the zero-air-mass solar spectral irradiance from the American
Society for Testing and Materials (ASTM E-490, ASTM, 2000), and a dry
grassland spectrum (splibO7a_Grass_dry.5+.5green_AMX28_BECKa_AREF)
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splib07a_Grass_dry.5+.5green_AMX28_BECKa_AREF

from the U.S. Geological Survey (USGS) Spectral Library Version 7 (Kokaly
et al., 2017). As shown in Fig. 2, for these fire scenarios, the classic detection
and FRP estimation bands (e.g., 3.7~4.0 pm) primarily capture fire light and
terrestrial radiation, with fire light accounting for up to 95% of the signal. At
longer wavelengths, terrestrial radiation gradually dominates, though fire sig-
natures can still increase the total signal by approximately 10%. Conversely,
at wavelengths below 3 pm, terrestrial radiation has a smaller influence (for a
typical Earth surface temperature of 288 K, the background radiance at these
shorter wavelengths is below 0.03 W m~2 sr~! ym™!). In this range, reflected
sunlight and direct upwelling fire light become the main sources of radiance
in fire observations. At visible wavelengths, sunlight is four to six orders of
magnitude stronger than fire light, so visible data are mostly used for night-
time fire detection and characterization (Zhou et al., 2023). However, slightly
longer wavelengths (around 2.2 pm) reveal more discernible fire signals. For
instance, in the simulated flaming-dominated scenario, fire accounts for about
60% of the TOA radiance; in the smoldering scenario, it contributes roughly
15%. This highlights the potential for using 2.2 pum observations to char-
acterize fires both day and night, provided an effective criterion is applied
to separate fire emissions from solar contamination(Dennison and Matheson,
2011).

The lower panel of Fig. 2 summarizes the diurnal band availability and
atmospheric transmittance of several widely used spaceborne pyrometers. As
shown, beyond the standard 4 gm and 11 gm channels of MODIS, newer ra-
diometers such as VIIRS, SLSTR, and GOES-R ABI include atmospheric
window channels at 1.6 pm and 2.25 pum for both daytime and nighttime
observations. VIIRS further extends coverage to around 1.24 pym and of-
fers a shorter visible DNB band. These expanded options provide greater
flexibility in identifying optimal channel combinations for sub-pixel fire char-
acterization. We summarize the specific combinations used in our OSSEs as
follows:

Threshold (Threshold Observation): 4.05 pm (M13), 8.55 um (M14), 10.5 pm
(M15), and 12.01 gm (M16). This configuration includes the same
channels used in the classic bi-spectral Dozier method (BSDM) and
serves as the reference for our OSSEs.

Best-NGT (Best Nighttime Observation of VIIRS): 0.5~0.9 um (DNB),
1.24 pm (MO8), 1.6 pm (M10), 2.25 pm (M11), and the Threshold
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channels. This combination represents the best-case nighttime config-
uration currently available on VIIRS.

VIIRS-NGT (Common Nighttime Observation of VIIRS): 0.5~0.9 um (DNB),
2.25 pm (M11), and the Threshold channels. This represents the most
typical nighttime scenario of VIIRS, given that significant data loss in
MO8 and M10 often limits their availability.

SLSTR-NGT (Best Nighttime Observation of SLSTR and ABI): 1.6 ym
(M10), 2.25 pm (M11), and the Threshold channels. This setup reflects
a nighttime scenario of SLSTR and ABI.

VIIRS-Day (Possible Daytime Observation for VIIRS, SLSTR, and ABI):
2.25 pm (M11) and the Threshold channels, assuming solar interference
in M11 can be effectively mitigated.

A summary of the configurations and corresponding objectives is provided
in Table 2.
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4.2. Bayesian FEstimation Implementation

We employed an MCMC algorithm to estimate fire parameters under a
Bayesian framework. In this approach, a predefined parametric model defines
both the likelihood function and the prior distributions. From Bayes theo-
rem, these can be combined to form the posterior distribution from which
samples of the parameters of interest are drawn (cf. equation 9). As summa-
rized in Table 2, we evaluated three fire parametric assumptions, mono-phasic
(MP), bi-phasic (BP), and tri-phasic (TP), all based on the finite-phase ra-
diance formulation in Eqn. 3. These models were used to address the core
OSSE questions outlined earlier in this section. The priors for each model’s
parameters are detailed in Table 3.

Table 3: Priors adopted by the parametric models used
in retrieval

Temperature prior Fractional area
Mono-phasic T ~ U(350,1800) log a ~ U(—6,0)
T, ~ U(350,900) log a5~ U(—6,0
Ty ~ U(900,1800) log ay ~U(—6,0
Tr ~ U(350,460) log a, ~ U(—6,0
(—6,0
(—6

Bi-phasic

Tri-phasic T, ~ U(460,900)  log a, ~ U(—
Ty ~ U(900,1800) log as ~ U(—6,0)

In this research, we adopted the No-U-Turn Sampler (NUTS, Hoffman
et al., 2014) as our primary sampling strategy. NUTS eliminates the need for
manual tuning of trajectory length by adaptively determining the number of
leapfrog steps, making it particularly suitable for complex, high-dimensional
models. However, it still relies on smooth gradient information to simulate
Hamiltonian dynamics. In our case, the use of truncated priors (Table 3)
imposes hard bounds on parameter spaces, potentially introducing discon-
tinuities or non-smooth regions in the posterior. These can lead to unsta-
ble or undefined gradients near the boundaries, causing leapfrog integrator
failure and violating the no U-turn condition, thereby reducing sampling
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efficiency or preventing convergence. For cases where NUTS fails due to
gradient issues, we revert to the Metropolis algorithm as a fallback. To
mitigate the Metropolis sampler’s sensitivity to initialization, we first com-
pute the maximum-a-posteriori (MAP) estimate using the Limited-memory
Broyden—Fletcher—Goldfarb—Shanno Bounded (L-BFGS-B) optimization al-
gorithm (Zhu et al., 1997). This MAP estimate is then used as the starting
point for the Metropolis sampler to draw posterior samples.

During the tuning phase, all samplers are allowed up to 2,000 iterations
to optimize their settings for efficient posterior exploration. These tuning
samples are discarded, as they do not represent the equilibrium distribution.
After tuning, we retain 2,000 samples from the posterior for each case study
to support subsequent parameter inference and uncertainty quantification.

4.3. FEvaluation metrics

The objective of sub-pixel fire characterization is to retrieve a representa-
tive set of fire temperatures and their fractional areas that approximate the
true temperature-area distribution within a satellite pixel. These estimated
parameters must satisfy two key criteria. First, they should achieve radiative
closure; that is, the reconstructed radiance signal derived from the estimated
temperature—phase combinations should closely match the observed radiance
in the channels used for retrieval, within observational uncertainties. Second,
the retrieved parameters should be physically meaningful beyond fitting the
observed spectrum, enabling the derivation of fire-relevant quantities such
as total fire energy and phase-specific heat fluxes. Although fractional area
is a retrieved parameter in McBEF and is reported in both the sampling
and statistics products, we do not use standalone area error as a primary
evaluation metric. In the heterogeneous OSSEs, the synthetic truth is rep-
resented by a dense temperature—area distribution within each combustion
phase, whereas McBEF retrieves a reduced set of effective temperatures and
fractional areas. Therefore, there is no unique one-to-one correspondence be-
tween the retrieved effective fractional areas and the detailed sub-phase area
distribution used to generate the synthetic radiance. In addition, tempera-
ture and area are strongly coupled in the radiance model, such that different
temperature-area combinations can produce similar radiance signals. We
therefore focus the evaluation on radiative closure and application-oriented
derived quantities, including FRP, the Visible Energy Fraction, and phase-
specific radiative and convective heat fluxes, which provide a more direct and
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physically interpretable assessment of retrieval performance for downstream
fire-energy and plume-injection applications.

The first metric is the FRP derived from temperature retrieval (Fr),
which quantifies the total radiative energy output of the fire and is given by:

+o00 N
Fr = An / L(\)dA = Ao aT} (10)

=09 i=1
Here, o = 5.670374419x 1078 W m~2 K~* is the Stefan-Boltzmann constant,
N is the number of temperature components (fire phase), and A is the pixel
area, assumed to be the VIIRS M-band nadir footprint of 750 m x 750 m in
this paper. It is worth noting that FRP is also derived operationally using
regression-based methods based on the 4 um fire radiance which is used as
a proxy for estimating T* (e.g., T* ~ Ly(T)/C, where C is the empirical
regression coefficient). For example, the standard VIIRS active fire product

uses the Wooster approach:

(LM13 _ LM13b>
C

[M18 _ [Misb) N
7

N
- AO’Z ail & ~ AO‘Z a; T (11)
i=1

i=1

Fw = Ao

LM13 LM13b

where is the observed radiance in the 4 pm channel (M13), is
the corresponding radiance, and C' is a channel-specific coefficient derived
from the approximate T* dependence of MIR radiance over typical active-
fire temperatures (~600-1500 K; Wooster et al., 2003). For VIIRS M13,
C =288 x 107 Wm2srtym—1K4.

While the retrieved FRP reflects the total fire energy (i.e., the area under
the radiance curve in Fig. 2), it does not necessarily ensure that the spectral
shape is accurately captured. This limitation is evident in the flaming and
smoldering examples in Fig. 2, which exhibit similar FRP values but differ
substantially in their spectral distributions. Therefore, we also use the VEF
(V), introduced by Wang et al. (2020a), to assess spectral variability:

Ar [ L(\)dA  [PNB

V= Fu RE

where A\; = 0.5 pm and A\, = 0.9 pum, corresponding to the VIIRS DNB
bandpass.

(12)

21



To further assess the retrieved flaming-phase temperatures and fractional
areas, we also evaluate the ability of the retrievals to represent flaming heat
fluxes. Specifically, from the posterior samples we compute the flaming ra-
diative heat flux (Q;ﬁd) and convective heat flux (Q7™, Liu et al., 1979;
Freitas et al., 2007), which are relevant for plume rise and injection height
modeling;:

J
;o 02 arTy
Qrad = ——7 (13)
Zj ar,j
; > ap Ty Tom > ap; ATy,
Qconv = pcpCHU 7 - TQm = Oé—J (14)
Zj arj Zj arj

Here, J is the number of flaming temperature components, p ~ 1.2 kg - m=3

is air density, ¢, &~ 1005 J - kg~' - K~ is the specific heat capacity of air,
Cpy is turbulent (bulk) heat transfer coefficient, and U is characteristic wind
speed

The MCMC algorithm yields posterior samples of fire model parameters
(e.g., Ts, ps, Tf, py for the bi-phasic model). These parameter samples are
first used to compute the relevant physical parameters (i.e., Fr, V, Qfad, and
Q! ..), from which we form the corresponding posterior distributions. In
what follows, the modes of these distributions are used for comparison with
the synthetic truth.

5. OSSE Results and Sensitivity Analyses

5.1. Experiment 1: Assessing the Impact of Temperature Phases

As summarized in Table 2, Experiment 1 uses the tri-phasic heterogeneous
nature run with 100 K intra-phase temperature variation and the 115-channel
USS configuration to isolate the impact of retrieval-model complexity. We
evaluate mono-phasic (MP), bi-phasic (BP), and tri-phasic (TP) retrieval
models. MP serves as a diagnostic baseline representative of effective single-
temperature approaches widely used for satellite sub-pixel fire characteriza-
tion, allowing the added value of explicitly representing multiple combustion
phases to be quantified.

Fig. 3 shows the posterior distributions and 95% highest-density inter-
vals (HDIs) for the smoldering case in Fig. 2. Blue dashed lines denote the
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synthetic-truth phase temperatures for comparison with the BP and TP re-
trievals. This comparison is unavailable for the mono-phasic model because
it retrieves only a single effective temperature and fractional area, preclud-
ing direct phase-specific comparison. As shown, most parameter posteriors
appear bell-shaped, indicating stable inference and identifiable modes. The
BP and TP retrievals generally recover the synthetic-truth phase parameters
within their 95% HDIs, although the residual-phase temperature and area
remain weakly constrained (Fig. 3g.j).

(a) Monphasic T (b) Monphasic & (c) Biphasic Ts  (d) Biphasic Tf  (e) Biphasic as (f) Biphasic ar

0 \ ! . 1 R ; d
] i I
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Figure 3: Posterior distribution and the 95% Highest Density Interval of the sub-
pixel fire characterization using mono-phasic, bi-phasic, and tri-phasic model for
the given smoldering fire illustrated in Fig. 2. (a)-(b) are the distributions of
mono-phasic parametric model assumption, (c)-(f) are for bi-phasic, and (h)-(1)
are for tri-phasic.

Using the posterior samples, we reconstruct the spectral radiance for each
parametric model assumed in the retrievals. Figure 4 shows that BP and TP
closely reproduce the synthetic spectrum, whereas MP exhibits systematic
spectral residuals, underestimating radiance below 1.6 pand above 6.5 pwhile
overestimating the intermediate wavelengths. Consequently, MP produces
substantially larger errors in FRP and VEF and cannot provide phase-specific
flaming heat fluxes (Table 4). By contrast, BP and TP recover the spectral
partitioning far more accurately than MP. For this case, the VEF error de-
creases from 31.2% for MP to (<0.1%) for BP and TP, while FRP errors
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Figure 4: The reconstructed spectral radiance for the given smoldering fire illus-
trated in Fig. 2. (a) Spectral radiance estimated under the bi-phasic parametric
fire model; (b) Same as (a) but is estimated under the tri-phasic. The colored
stacked areas depict the contribution of each assumed fire phase. The spectral
radiance estimated under mono-phasic assumption are denoted as the blue broken
line in (a) and (b). The black solid lines are the synthetic truth fire signal.

decrease from 6.39% to (<0.1%). Both multiphase models also recover flam-
ing radiative and convective heat fluxes with errors below 1% (Table 4).

Table 4: configurations of the non-homogeneous fire model

"Model 2FRP In VEF Qd Q5
Truth 60.83 -4.19 1.51 ax798.81
MP  64.72(6.39%) -5.50(-31.2%) - -

BP 60.86(0.05%) -4.20(-0.04%) 1.52(0.86%) ax801.20(0.22%)
TP 60.88(0.09%) -4.20(-0.08%) 1.52(0.87%) x801.23(0.22%)

I MP stands for mono-phasic, BP is bi-phasic, and TP is tri-phasic;

2 The unit for FRP is MW; for Q7 . it is in x 10> W m~2 for Q. it is
in x 10> W m~2;

3 o is an arbitrary heat transfer coefficient.

We also conduct systematic assessments across the OSSE ensemble using
the parameters introduced in Section 4.3. Fig. 5 presents the FRP evaluation
results, focusing on the 0~100 MW range, typical of wildfire pixels observed
by moderate-resolution sensors. As demonstrated, all three models exhibit
high overall accuracy. However, consistent with the case study, MP produces
FRP overestimates of up to 10%, whereas BP and TP keep errors within
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Figure 5: Scatter plots that compare the Fire Radiative Power (FRP) derived by
different methods against the synthetic truth. (a) FRP derived from the sub-
pixel fire parameters based on the mono-phasic parametric assumption comparing
against the synthetic truth; (b) Same as (a), but for fire parameters under the
bi-phasic parametric assumption; (c) for tri-phasic; (d) for FRP derived using
Wooster’s empirical regression technique. The inset plots are the distribution of
relative error.

1%. Notably, even with this overestimation, MP still outperforms Wooster’s
regression-based FRP method.

Figure 5d shows that the Wooster approach underestimates FRP signif-
icantly, with errors up to 80% for FRP values below 30 MW. This discrep-
ancy is analyzed in Supplementary Section 1. Fig. 6 evaluates VEF, Ql}ad,
and Q™. As expected, the mono-phasic model (MP) struggles with VEF,
particularly in mixed-phase fires where the flaming and the cooler compo-
nents (smoldering and residual) are comparable. In these scenarios, MP’s
VEF estimates deviate sharply from the one-to-one line, reflecting its lim-
ited degrees of freedom for capturing spectral complexity, even when provided
with abundant observational data. In contrast, both the BP and TP models
yield accurate VEF estimates. The VEF values estimated by the BP model
display slightly greater dispersion compared to those from the TP model,
particularly in scenarios where the MP estimates exhibit large discrepan-
cies. Even in the worst cases, BP’s relative VEF error remains within 2.5%,
which is acceptable for most applications. Estimates for Q;ﬁ‘d and Q7™ fol-
low similar trends. BP and TP models yield comparably small relative errors
(< 2.5%), though BP exhibits slightly more spread. These results reaffirm
that multiphasic models—particularly BP—are better suited for sub-pixel
fire characterization when spectral variation is significant.

Because current satellite observations provide far fewer channels than the
USS configuration, the modest improvement of TP over BP does not justify
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Figure 6: Scatter plots that compare the visible energy fraction (VEF), flaming
radiative heat flux Qfad and convective heat flux (foonv) derived by different para-
metric fire assumptions against the synthetic truth. (a) - (¢) VEF comparison of
the VEF for the three parametric fire assumptions. (d) and (e) are the Qfa 4 under
bi-phasic and tri-phasic assumptions. (f) and (g) same as the (d) and (e) but for
Qéconv. The inset plots are the distribution of relative error.

its additional degrees of freedom. We therefore adopt the BP model for the
remaining experiments.

5.2. Experiment 2: Assessing the Impact of Channel Selection

Experiment 2 uses the BP model for both the nature run and retrieval,
with VIIRS-based spectral response functions and band-specific noise, to
quantify the information contributed by different channel combinations.

Channel constraints on phase temperatures. Figure 7 illustrates the channel-
dependent constraints on 7y and T;. DNB provides the strongest constraint
on flaming temperature but limited sensitivity to the smoldering compo-
nent; this balance progressively shifts toward the cooler phase at longer
wavelengths. Combining the available channels therefore contracts the joint
solution space substantially, with the Best-NGT configuration recovering a
likelihood maximum near the synthetic-truth temperatures. It is important
to note that the likelihood values in this analysis depend on the calculation
of as and ay, a device that was adopted for illustration purposes. Sensitivity
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Figure 7: The likelihood of (a) DNB, (b) 1.24 pm, (c) 1.60 pm, (d) 2.25 pm, and
the joint-likelihood for the band of (e) 1.60 um, 2.25 um, 4.05 pum, 8.55 um, 10.5
w, and 12.01 pm, (f) 1.24 pm, 1.60 pm, 2.25 pm, 4.05 pm, 8.55 pm, 10.5 u, and
12.01 pm, (g) Best-NGT (DNB, 1.24 pm, 1.60 pm, 2.25 pm, 4.05 pm, 8.55 pm,
10.5 p, and 12.01 pm). the axis of (e) to (f) are zoomed in for better visualization.
Observations from 4.05 and 12.01 pum are used to solve the as and ay for the given
combination of T and T following the standard BSDM approach.

to the bands used to solve a, and ay is examined in Supplementary Fig. S2
and leads to the same general conclusion that shortwave observations sub-
stantially constrain the temperature solution space. It also suggests that the
more general MCMC algorithm, one that simultaneously solves for temper-
atures and fractional areas, better integrates the available information and
further reduces uncertainty.

Impact on retrieved fire properties. To quantitatively assess the added value
of each channel in sub-pixel fire characterization, we evaluate the four selected
parameters under single-channel additions. Starting from the threshold con-
figuration, we conduct separate experiments where one additional channel is
added at a time. Figure 8 quantifies the effect of adding individual short-
wave channels to the threshold configuration. The threshold bands alone
yield errors approaching 50% in In(V) and Qfad. Adding 2.25 ureduces FRP
errors to ~2%, whereas DNB provides the strongest improvement in VEF and
flaming-phase heat fluxes. Further analysis is provided in the supplementary
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Figure 8: Box plots of the relative error of the selected retrieved fire properties
under the bi-phasic fire parametric assumption. The threshold band configuration
includes 4.05 pm, 8.55 pm, 10.5 pm, and 12.02 pm channels. The selected channels
are added individually into the threshold configuration to assess the value added
of each channel in sub-pixel fire characterization. Orange represents adding DNB
(0.7~0.9 pm) to threshold; Green is for adding 1.24 um to threshold; Red is for
1.6 pm; and purple is for 2.25 pym. The range of the threshold relative error is on
the left Y-axis, and the remaining configurations are on the right Y-axis.

materials Section 2.

The contrasting behavior of DNB and 2.25 um reflects their temperature
sensitivities. For DNB, OP(T, \)/0T below 900 K is up to eight orders of
magnitude smaller than at flaming temperatures (Fig. S3), making it highly
effective for constraining the flaming component but comparatively insen-
sitive to smoldering temperatures. The 2.25 pm band exhibits a smaller
temperature-sensitivity contrast and therefore provides relatively greater in-
formation on the cooler component. This explains why DNB most strongly
improves phase-sensitive quantities, whereas 2.25 pym provides the largest
incremental improvement in FRP.

5.83. Experiment 3: Assessing the Impact of Intra-phase Temperature Het-
erogeneity

In practice, wildfire temperature distributions are rarely homogeneous;
assessing the impact of this heterogeneity on retrievals is therefore essen-
tial. Experiment 3 assesses BP retrieval sensitivity to intra-phase temper-
ature heterogeneity using the tri-phasic nature run with variations from 0
to 300 K. Results are evaluated across the channel configurations defined
in Section 5.2. Because phase-specific heat flux is most relevant to plume
rise in flaming-dominated scenes, the main text focuses on cases identified
using the screening criterion below; full unfiltered results are provided in the
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Figure 9: Stratified error distribution of the convective flaming heat flux (Q(J;onv) at
300 K intra-phase temperature heterogeneity, for SLSTR-NGT (blue) and VIIRS-
Day (orange). Bins are defined by the flaming-to-total FRP ratio (10 quantiles).
Background points show the radiance ratio RNir = L2.25 um/L4.05 um for each OSSE
case, which correlates with the FRP ratio and serves as a practical proxy for
screening smoldering-dominated pixels.

Supplement.

Fig. 9 shows that Q/ . errors are largest when smoldering and resid-
ual phases dominate (low flaming FRP fraction). Performance improves
markedly once the flaming fraction exceeds ~ 0.2 for SLSTR-NGT, and more
gradually for VIIRS-Day. Because the true flaming fraction is not directly

observable in a single snapshot, we use the band ratio

L2A25,um

Ryir = (15)

L4.05,Lm1
as a practical proxy to flag heavily smoldering cases. A simple screen of
Rxir > 0.2 and FRP > 20 MW effectively isolates these scenes (points in
Fig. 9).

Applying this screen leads to a marked contraction of the error distri-
butions across configurations (Fig. 10) relative to the full-scenario results
(Fig. S6). Consistent with earlier findings, FRP remains highly resilient to
both increasing intra-phase variability and reduced band counts. Across en-
hanced configurations, i.e., those with additional bands beyond the threshold-
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Figure 10: Statistical summary of the evaluation of OSSEs using the proposed four
quantities for investigating the impact of intra-phase temperature heterogeneity
after filtering smoldering-dominated fires. Seven levels of temperature variation
are investigated and are denoted as blue for 0 K, orange for 50 K, green for 100
K, red for 150 K, purple for 200 K, brown for 250 K, and pink for 300 K. Six band
configurations are considered. The error range for the threshold band configuration
are shown left Y-axis of (b), (d), (f), and (h). See text for details.

FRP relative errors stay within ~2% in both the flaming-focused scenario
(Figs. 10a,b) and the full scenario (Figs. S6 a,b). Much of the improve-
ment over the threshold configuration is attributable to the 2.25 pym band:
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BEST-NGT and VIIRS-NGT show little additional FRP gain over VIIRS-
Day despite including shorter bands (DNB, 1.24, 1.60 pum), indicating that
2.25 pm provides the dominant incremental constraint on FRP.

USS, BEST-NGT, and VIIRS-NGT also recover In(V) with relative errors
below ~1% for the flaming-focused scenario; omitting shortwave observations
degrades performance substantially: SLSTR-NGT (no DNB and 1.24 pum)
reaches errors up to 10%, and VIIRS-Day can reach ~15% when only 2.25
pum constrains the shortwave side (300 K variability). Increasing intra-phase
variation raises overall errors and introduces configuration-dependent biases,
negative for USS, reduced for BEST-NGT, and slightly positive for VIIRS-
NGT, consistent with band-specific temperature sensitivities (mechanistic
details in Figs. S7-S8). Although VIIRS-Day can exhibit ~15% error in
In(V), the implied MCE bias is small because MCE ~ 1+0.017 In(V) (Wang
et al., 2020a; Zhou et al., 2023); for In(V) € [—12, —3], this maps to < 0.003
(i.e., <0.3%) absolute MCE error.

The radiative and convective heat fluxes, Qfad and QI . are most sen-
sitive to both temperature variability and channel selection because they
depend on phase partitioning rather than total radiance alone; thus, insuffi-
cient constraints can yield poor partitioning even when the overall spectral
shape is well matched. As expected from the 7% scaling, Qfad exhibits a wider
error range than Q/ . For USS, BEST-NGT, and VIIRS-NGT, @/ rela-
tive errors are generally below 5% for the flaming-focused scenario, reflecting
the strong constraint provided by VIIRS DNB on temperature partitioning.
For SLSTR-NGT and VIIRS-Day, errors are typically <10%, highlighting
the limited ability of longer near-infrared bands (1.6 and 2.25 pum) alone to
resolve phase temperatures.

Experiment 3 demonstrates that integrated FRP is comparatively robust
to intra-phase temperature heterogeneity, whereas phase-resolved quantities
are more sensitive because they depend on correctly partitioning the observed
radiance among combustion phases. Shortwave observations, particularly
the DNB at night, substantially improve this partitioning and therefore the
retrieval of flaming radiative and convective heat fluxes. This distinction is
important for applications such as plume-rise modeling, where the flaming
sensible heat flux rather than total FRP is the quantity of primary interest.
The Rnir—FRP screen provides a practical first-order means of identifying
flaming-dominated cases for which these phase-specific quantities are better
constrained, although the numerical thresholds should be regarded as sensor-
and configuration-dependent rather than universal.
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6. Concluding Remarks

This study establishes the theoretical basis of McBEF through controlled
OSSEs designed to isolate the effects of fire-model complexity, spectral-
channel availability, and intra-phase temperature heterogeneity on sub-pixel
fire retrievals. The results show that although a mono-phasic model can pro-
vide reasonable estimates of total FRP, it cannot adequately represent the
spectral structure of heterogeneous fires and consequently performs poorly
for phase-sensitive quantities such as VEF and flaming heat fluxes. A BP
representation captures most of the improvement obtained with a tri-phasic
model while requiring fewer parameters to be constrained by the limited
spectral information available from current satellite sensors. The BP model
therefore provides the most practical balance between physical representation
and observational feasibility.

The experiments further demonstrate that retrieval sensitivity differs sub-
stantially among fire properties. FRP is comparatively robust to reduced
channel availability and intra-phase temperature heterogeneity, whereas phase-
resolved radiative and convective heat fluxes are more sensitive because they
depend on accurately partitioning the observed radiance between combustion
phases. Shortwave observations are particularly important for this partition-
ing: the DNB provides strong nighttime constraints on the flaming compo-
nent, while the 2.25 pym band contributes substantial information on both
FRP and the cooler component. These results indicate that spectral informa-
tion beyond the conventional midwave-infrared FRP channels is particularly
important when the objective extends from estimating total radiative energy
to characterizing combustion phase and phase-specific heat release.

Several assumptions of the OSSE framework should be considered when
interpreting these results. The synthetic nature runs sample prescribed tem-
perature and sub-pixel area ranges that are based on values reported in the
combustion and remote-sensing literature and are intended to span physically
plausible fire conditions. They therefore represent the retrieval parameter
space rather than the climatological frequency of fire conditions encountered
globally. In addition, the prescribed temperature ranges impose a structured
separation among flaming, smoldering, and residual components; real fires
may exhibit greater overlap among these thermal distributions, potentially
making phase identification more difficult than suggested by the idealized
experiments. Conversely, the heterogeneous nature runs deliberately violate
the homogeneous phase-temperature assumption used by the retrieval model,
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allowing one important source of model-representation error to be quanti-
fied. Other complexities of real observations, including cloud and aerosol
attenuation, surface heterogeneity, viewing geometry, and sensor calibration
uncertainties, are not fully represented and may further increase retrieval
uncertainty. Consequently, the OSSE-derived errors should be interpreted
primarily as measures of algorithm sensitivity and information content un-
der the tested conditions rather than as direct estimates of global retrieval
uncertainty.

Overall, the experiments support the use of a BP multi-channel Bayesian
framework for sub-pixel fire characterization, particularly when phase-specific
quantities such as flaming heat flux are required in addition to FRP. The
analysis also highlights the value of well-calibrated shortwave observations
for future fire-observing systems. The present study focuses on the theoret-
ical performance and limitations of the retrieval framework; Part II (Zhou
et al., 2026) applies McBEF to nighttime VIIRS observations, where reflected
solar contamination is absent, and evaluates its behavior for real fire scenes
and global applications.
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