
Rethinking land take futures: A cellular automata-based spatial
planning approach to model urban expansion and densification

under divergent growth scenarios

Anasua Chakraborty 1, Ahmed Mustafa 2, Lien Poelmans 3, Jacques Teller 1

1LEMA, Université de Liège, Belgium
2The New School, New York, USA

3Environmental Modelling Unit, Flemish Institute for Technological Research, Belgium

Corresponding author: A. Chakraborty, A.chakraborty@uliege.be

This is a non-peer-reviewed preprint submitted to EarthArXiv.

Abstract

Land take—the conversion of greenfield land into built-up areas—poses critical challenges
for sustainable urban development. Addressing this issue requires understanding the bal-
ance between outward urban expansion and inward urban densification. This study employs
a Multinomial Logistic Regression-based Cellular Automata (MNL-CA) model to simulate
two different future scenarios of urban development till 2050 in Wallonia, Belgium—a region
experiencing rapid urbanisation. The model simulates two contrasting built-up demand sce-
narios. The first scenario is density-based, which follows a linear extrapolation of historical
trends in built-up demand into the future. Conceptually, this scenario represents a grad-
ual slowdown of urban expansion, indicating a shift to densification. The second applies
a stress-test scenario in which urban expansion continues steadily through 2050. The re-
sults reveal that under the density-based scenario referred to as Business-As-Usual (BAU),
expansion rates decrease sharply, stabilising at approximately 0 hectares per day by 2040.
This indicates a shift toward compact urban forms, albeit accompanied by a continuous de-
cline in overall demand. By contrast, the growth-based scenario or Growth-As-Usual (GAU)
produces ongoing expansion at around 2.5 hectares per day in 2050, highlighting the risks of
uncontrolled land consumption. Spatial metrics further demonstrate that the density-based
scenario fosters compact and contiguous development, whereas the growth-based scenario
results in fragmented urban forms that challenge the resilience of spatial planning policies.
By evaluating both scenarios, our model provides a framework for stress-testing long-term
development strategies, enabling more robust assessments for sustainable land-use policy.

Keywords: Business-As-Usual, Scenario Modelling, Cellular Automata, Spatial
Planning, Sustainable Cities and Communities
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1 Introduction

Urbanisation is rapidly transforming Earth’s landscapes, with significant implications for natu-
ral habitats, carbon emissions, and land-use conflicts. Projections indicate that by 2030, urban
land cover could increase by over 1.5 million square kilometres, nearly tripling the global urban
land area observed in 2000 (Seto et al. (2011), United Nations (2018), Chen et al. (2020)).
This expansion is primarily driven by two processes: urban expansion and urban densification.
Urban expansion involves the outward growth of cities, converting natural landscapes into built
environments, which fragments ecosystems and reduces agricultural land (Seto et al. (2011),
Elmqvist et al. (2013)). In contrast, urban densification involves intensifying land use within
existing urban areas, optimising infrastructure and reducing the per capita environmental foot-
print (Al-Ahmadi et al. (2009), Esposito et al. (2018)). These processes are distinct from each
other and change across different regions with distinct environmental, economic, and social
impacts (Barros and Balsas (2020), Dewan and Yamaguchi (2009)).

In developing regions like Sub-Saharan Africa and South Asia, urban expansion dominates
due to rapid population growth, informal settlements, and weak regulatory enforcement. Con-
versely, European cities tend to emphasise densification due to land constraints and sustainabil-
ity goals, as seen in Berlin, Paris, and London (Esposito et al. (2018), Kasanko et al. (2006)).
Exceptionally, in many fast-growing urban centres such as Lagos, Karachi, and Dhaka, expan-
sion and densification often occur simultaneously, complicating urban planning strategies (Wang
and Kintrea (2021), Ullah and Ibrar (2022)). Due to such complexities, it is essential to de-
velop predictive models that are able to simulate different urban growth scenarios. While such
models can promote informed land-use policies, they are often biased towards urban expansion
over densification.

Urban growth modelling typically relies on the Business-As-Usual (BAU) scenario, which
assumes that urban expansion will slow over time due to planning interventions and natural
saturation (Thorne et al. (2013), Kim and Newman (2020)). BAU is particularly relevant for
developed cities where compact growth strategies and zoning policies promote densification
over uncontrolled sprawl. Nonetheless, this assumption does not hold true universally. In many
regions, particularly where land demand remains persistently high, urban expansion continues
despite planning efforts, making BAU an overly optimistic projection.

To address this limitation, we introduce the Growth-As-Usual (GAU) scenario, which as-
sumes a continuous or unconstrained urban expansion at a constant rate, without the gradual
decline as observed in BAU. GAU serves as a stress-test, evaluating whether current land-use
policies and zoning regulations can withstand persistent development pressures (Lathey et al.
(2009), Mundia and Aniya (2005)). While BAU considers a controlled, policy-driven transition
toward densification, GAU provides a worst-case scenario, testing the resilience of urban plan-
ning strategies in areas experiencing relentless suburbanization. Unlike previous studies, which
often assume urban expansion will eventually stabilise, GAU explicitly models the consequences
of unchecked land consumption, offering a critical perspective for urban policymakers.

These growth scenarios have been simulated based on a Multinomial Logistic Regression
(MNL) based Cellular Automata (CA) model. CA is a widely used spatial modelling approach
where urban landscapes are represented as dynamic grids of evolving cells, influenced by socio-
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economic, geophysical, and accessibility factors (Batty (1997), Vermeiren et al. (2012), Mustafa

et al. (2018b)). Unlike traditional CA models that rely on simplistic binary expansion pat-

terns, MNL-CA distinguishes between multiple urban density levels, enabling a more nuanced

understanding of the expansion and densi�cation processes (White and Engelen (1997)). Most

existing CA-based urban growth models either focus on policy-driven interventions (Liu et al.

(2019)) or fail to integrate stress-test scenarios. For instance, Vermeiren et al. (2012) applied

logistic regression to predict BAU urban expansion but did not consider dynamic neighbour-

hood e�ects. Similarly, Naikoo et al. (2023) modelled probabilistic urban zones but did not

explicitly de�ne GAU or stress-test urban policies. In contrast, our study is the �rst to apply

MNL-CA to simulate GAU, providing a novel framework to assess the long-term implications

of persistent urban expansion.

Wallonia (Belgium) presents an ideal case study for testing BAU and GAU scenarios due to

its unique urbanisation patterns. Since the mid-20th century, the region has experienced rapid

suburban expansion, largely driven by transportation network development and housing demand

(ESPON (2020)). Despite planning interventions aimed at promoting densi�cation, Wallonia

continues to exhibit high land consumption rates, raising concerns about the e�ectiveness of

current zoning policies. Unlike other European regions where urban growth has stabilised, Wal-

lonia remains in a transitional phase, where both expansion and densi�cation actively shape its

urban landscape. This persistent demand for land challenges the assumptions of BAU, making

GAU an essential tool for stress-testing the region's spatial planning strategies (Chakraborty

et al. (2023)). By applying GAU to Wallonia, we assess whether the region's zoning regulations

and land-use policies can e�ectively manage continued suburbanization pressures.

This study focuses on developing an MNL-CA model to simulate urban growth based on

the following methodological approach:

ˆ Estimating urban built-up demand based on historical trends derived from existing built-

up density maps.

ˆ Developing an MNL-CA model to project future urban expansion and densi�cation.

ˆ Simulating urban built-up expansion under both BAU and GAU scenarios until 2050.

ˆ Establishing a baseline framework for future urban growth studies.

The approach is structured throughout our article as: section Materials & Methodology

describing the study area, datasets used, and methods. Section Results presenting simulation

under di�erent growth demand scenarios. Section Discussion demonstrating the implications of

scenarios on existing and future urbanisation. Finally, section Conclusion identi�es the most

suitable baseline scenario for future urban growth modelling and its requirement for further

research.

2 Materials & Methodology

This section on the materials and methodology talks broadly about the following:
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Figure 1: Schema of our study.

1. Study area for conducting the research and reason for its selection

2. Dataset encompassing the dependent and independent variables impacting urban growth:

involves urban expansion and urban densi�cation

3. A detailed work�ow of the CA modelling for the simulation of future urban growth under

a BAU and GAU scenario, as demonstrated in Figure 1

4. Spatial metrics to understand the type of growth under two di�erent scenarios

Thus, the methodology will o�er insights into data availability and the potential for repli-

cating similar studies in other research contexts.

2.1 Study Area

Wallonia � the southern region of Belgium, covering an area of 16844 km2, is selected as our area

of study, intriguing urban-rural conurbations (Figure 2). Wallonia is one of the most densely

populated regions in Europe, with 213 inhabitants/km2. Due to this growing population and

housing demand, the region has experienced high land take since the 1950s. The development of

transportation networks has aided people to settle outside the centre, leading to signi�cant urban

expansion. This led to the gradual arti�cialization of areas predominantly by residential uses,

at the cost of agricultural lands. As per the report from 2017 (SPW (2017)), arti�cialization

accounts for 1756 km2, i.e. 10.4% of the total Wallonia territory.

Additionally, the post-war economic boom and rising household income encouraged sub-

urbanization transitioning people from overcrowded urban centres to wealthier suburbs. His-

torically, spatial planning in Wallonia relied on rigid zoning laws and hierarchical sector plans

(Hanocq (2011)). The policies (ESPON (2020)) aimed to regulate land use but struggled to

keep up with rapid urban growth, leading to fragmented development and ine�cient land use.
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Figure 2: Study Area showing sector plan of Wallonia classi�ed according to the intended use,
source: Public service of Wallonia (2020)

Over time, more strategic and �exible planning strategies were adapted to balance urban expan-

sion with environmental preservation (Broitman and Koomen (2015), CPDT (2024)). Despite

these e�orts, local governance remains crucial where municipalities have signi�cant power over

development decisions. This decentralised system (Chakraborty et al. (2025)) has created spa-

tial disparities where urban expansion continues at varying rates across the region. Wallonia's

ongoing transformation highlights the challenges of managing land resources amidst such socio-

economic pressures, making it an interesting case study for long-term urbanisation trends and

planning strategies.

2.2 Datasets

Our methodology, as shown in Figure 1, is designed to align with the available data � a cru-

cial component of the model. Akin to the studies done by Chakraborty et al. (2022a) and

Chakraborty et al. (2023), cadastral Data from the Belgian Land registry has been used as the

dependent variable for mapping the urban built-up in Wallonia. We have used the attribute

of `construction year' to further create Built-up rasters for the years 2000, 2010, and 2020 at a

scale of 100m � 100m corresponding to 1 hectare (ha). This is a commonly used scale for urban

modelling studies like Mustafa et al. (2018a) and Chakraborty et al. (2024a). Several studies

(Cammerer et al. (2013), Tang et al. (2005), Beckers et al. (2013)) consider urban growth as a

binary method that fails to adequately exhibit the properties of urban built-up development at

di�erent levels of density. Hence, in our study, we classi�ed rasters into four built-up density

classes using geometric classi�cation techniques (Arlinghaus and Kerski (2013)). The four den-

sity levels include class 0�Non built-up, class 1�Low density built-up, class 2�Medium density

built-up, and class 3�High density built-up. This follows the method of dataset construction
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based on the work done by Chakraborty et al. (2022a) and Chakraborty et al. (2024b). These

maps are used for calculating land demand rates of historical built-up which are then used for

simulating urban growth for the years 2030, 2040 and 2050. On the other hand, we selected

a list of twelve independent variables comprising geophysical, accessibility, and socio-economic

factors as shown in Table 1. These variables have a direct impact in understanding urban

growth dynamics as found in similar studies like (Mustafa et al. (2018a), Mustafa et al. (2018c),

Mustafa et al. (2018d)). We have used the Open Street Maps (OSM) (OpenStreetMap Foun-

dation contributors (2024)) to de�ne road type using the data attributes and calculated the

Euclidean distance from them. The road types Motorways and Highways are de�ned as Road 1.

Similarly, roads 2, 3, and 4 represent primary roads, secondary roads, and residential roads, re-

spectively. Similarly, we acquired railway stations as point data from OSM. The slope has been

calculated from the Digital Elevation Model derived from the Geoportal website of Wallonia by

Public service of Wallonia (2020). The total population and the number of jobs, represented

as the employment rate, have been considered socio-economic variables. While the former was

derived at the statistical sector level, the latter was calculated at the municipal level, based on

data from the Belgian statistical o�ce (Statbel, Statbel (2017)). Statbel accounts for statistical

�gures about social, economic, and territorial sectors. One of the most important variables in

our study includes zoning maps. Zoning has been proven to be an extremely signi�cant variable

for studying urban planning in Belgium. Belgium's sector plan or Plan de secteur, as called

in Wallonia, provides information about zones and their designated uses as shown in Figure 2.

It has been observed in multiple studies (Poelmans and Van Rompaey (2010), Mustafa et al.

(2018d), Chakraborty et al. (2022a)) that zoning has played a crucial role in determining the

urban development processes over the years. Hence, we created a binary zoning map where

0 means cells that are not permitted for urban development and 1 is permitted for further

development.

Table 1: List of data used for modelling urban growth scenarios, source: Cadastral Data, FPS
Belgium

Name Abbreviation Initial Data Type Final Data Type Unit

Elevation DEM Raster Raster meter (m)
Slope SL Raster Raster percent (%)
Distance to Road 1 ER1 Vectora Raster meter (m)
Distance to Road 2 ER2 Vectora Raster meter (m)
Distance to Road 3 ER3 Vectora Raster meter (m)
Distance to Road 4 ER4 Vectora Raster meter (m)
Distance to Railway Stations ERS Vector b Raster meter (m)
Distance to Large Sized Cities ELC Vectorb Raster meter (m)
Distance to Medium Sized Cities EMC Vector b Raster meter (m)
Employment Density EMD Vector c Raster per inh
Population POP Vector c Raster numeric
Zoning ZON Vector c Raster meter (m)

Vector data type that has been used for pre-processing: aLine, b Point, cPolygon
All the data have been resampled to 100m � 100m and standardized before running
the modelled scenarios

Prior to modelling, all the independent variables have been standardised using the z-score

normalisation technique to use in our model, ensuring comparability of the output. Additionally,
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Table 2: Class to class transition of urban built-up demand (with percentages).

Years Class 0 Class 1 Class 2 Class 3

2000�2010 Class 0 1,391,031 * 7169 (27.60%) * 5247 (20.20%) * 1271 (4.89%)

Class 1 70,983 „ 7920 (30.50%) „ 248 (0.95%)

Class 2 149,554 „ 4115 (15.85%)

Class 3 52,582

2010�2020 Class 0 1,381,843 * 4906 (26.28%) * 3538 (18.95%) * 744 (3.99%)

Class 1 72,337 „ 5613 (30.07%) „ 202 (1.08%)

Class 2 159,056 „ 3665 (19.63%)

Class 3 58,216
* Expansion, „ Densi�cation

we have ensured that no collinearity exists between the independent variables. Hence, we have

calculated the Variation In�ation Factor (VIF) for each variable, considering all the variables

with VIF values < 4, similar to Khuri (2013) and C. Montgomery et al. (2012).

2.3 Demand calculation

In this paper, we attempt to model the future urban growth scenarios by extrapolating their

past demand under two di�erent demand conditions. Demand refers to the development of new

built-up cells observed between two time-stamps T1 and T2 as shown in Figure 1. While this

demand can be expressed in terms of per day or year, our study performs a long-term assessment

considering two decades: 2000-2010 and 2010-2020, as presented in Table 2 to simulate future

growth until 2050.

As mentioned in section Introduction, we have calculated demand for urban growth under

BAU and GAU demand scenarios to understand their e�ect on land take. In Table 2, we present

the class-to-class transition matrix for urban built-up for the years 2000-2010, and 2010-2020,

which we will use to further calculate the demand for the following years, to model the change

in built-up. The transitions from reference class 0 to classes 1, 2, and 3 are considered as

urban expansion, and transitions from class 1 to 2 and 3, and class 2 to 3, are considered urban

densi�cation.

The demand simulation in the case of BAU is calculated according to Equation 1. It is the

mathematical formulation for extrapolating demand for any particular class transition, for the

BAU scenario. This is accomplished using the demand data of two previous years.

d =
Dn � D m

n � m
; n > m (1a)

Dx = D n + (x � n) � d;

where x 2 Z; D x � 0
(1b)

where Dx is the yearly demand at year x and d is the change rate used to extrapolate the

demand for the simulation.
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Equation 1a calculates the change in demand between two years m and n, over the duration

n � m years. Demand at any year x is assumed to be constant throughout that particular

year. For the subsequent year, the demand is recalculated. Thus, we obtain the yearly "rate"

of change d, assuming that the change is linear. Equation 1b explains how this change rate d

can then be used to extrapolate over the following years to predict 2030, 2040 and 2050. This

yearly demand, hence calculated, is used for modelling the allocation of class transitions.

We use an example to illustrate Equation 1 further. We observe from the Table 2 that there

is a demand of 7169 cells from class 0 to 1 for the years 2000-2010. We �rst calculate the change

rate (using Equation 1a) rate to be

d =
D2020 � D 2010

2020 � 2010
=

490:6 � 716:9 (hectare=year)
2020 � 2010 (years)

= �22:63 ha=year 2

A decline in yearly demand for any class transition is hence characterised by a negative change

rate. Similarly, we have calculated the demand for the remaining class transitions of reference

class 0 to 2 and 3, reference class 1 to 2 and 3, and reference class 2 to 3. The change rate is now

used to calculate the demand for any year after n (after 2020, in our case). Using Equation 1b,

we get, for instance, the demand in the year 2030 to be

D2030 = D 2020 + (2030 � 2020) � d = 490:6 + 10 � (�22:63)

= 264:3 ha=year or 0:72 ha=day

We thus see the demand for urban expansion decrease over time.

Coming to the case of GAU, we assume a constant demand for every year after year n

(2020, in our case), and hence the change rate d to be 0. The demand in the year 2030 and the

subsequent years, for the GAU case, from class 0 to 1 transition would hence be

D2030 = D 2020 = 490:6 ha=year or 1:34 ha=day

which is higher than the value in the BAU scenario. Similarly, in both cases, demands are

calculated for the remaining class transitions. This example, thus, clearly demonstrates how

the trend varies in each case � a linear extrapolation in the BAU scenario while being a constant

demand in the GAU scenario as further discussed in section Results.

2.4 Cellular Automata modelling for futuristic scenario simulation

Urban development involves changes in built-up areas, where previously unutilized land transi-

tions into spaces such as residential, commercial, or industrial zones�a process termed urban

expansion. This occurs as occupied land extends into areas that were once green�elds. Con-

versely, areas already in use may undergo densi�cation, where existing urban zones are further

developed to accommodate growing populations, increasing the population density. To model

and analyse these di�erent forms of urban development, Cellular Automata (CA) modelling has

been widely used (Batty (1997), Li and Yeh (2000)) because of its dynamic and temporally

explicit nature. CA represents urban areas as grids of cells evolving based on transition rules.
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In this study, we allocate the demand (as explained in sub-section Demand calculation) for

future urban expansion and densi�cation under BAU and GAU scenarios in 2030, 2040 and

2050.

The transition rule is de�ned based on two components :

ˆ Probability maps derived by Multinomial Logistic regression (MNL) model.

ˆ Neighbourhood calibration using CA Model.

2.4.1 Model Calibration and Probability Maps

Several studies (Clarke et al. (1996), Silva and Clarke (2002), Waddell (2002)) elucidate the

importance of calibration in modelling, for near-realistic simulation. In this study, we employ an

MNL to calibrate our dependent variable (e.g. built-up changes) based on various independent

variables as shown in Table 1. It analyses changes for class 0 (no-change/transition to class 1,

2, or 3), class 1 (no-change/transition to class 2), and class 2 (no-change/transition to class 3).

Similar to the studies by Mustafa et al. (2018b) and Chakraborty et al. (2022b), we divided our

data into a 70-30 ratio of training and testing sets. The training set comprises 24034 randomly

sampled cells (the 70%), ensuring minimal autocorrelation for the years 2000-2010. This is an

e�cient way to handle autocorrelation (Overmars et al. (2003)) in our dependent variables, i.e.,

urban built-up maps (Cammerer et al. (2013), Rienow and Goetzke (2015)).

The suitability maps are obtained for each class by the following equation

log(k1) = � k1 + � k1DEM (DEM) + � k1SL (SL) + � � � + � k1ZON (ZON)

...

log(kn ) = � kn + � kn DEM (DEM) + � kn SL (SL) + � � � + � kn ZON (ZON)

(2)

The MNL model provides a set of coe�cients used to compute probability maps for deter-

mining the likelihood of new urban cell growth. It also shows the important variables having a

positive or negative impact on urban growth. Alongside, we also computed signi�cant variables

with p-value < 0.01. These maps are then used as input for de�ning transition rules and spatial

allocation of future urban growth demand.

2.4.2 Neighbourhood e�ect on demand allocation

The probability alone does not consider the local e�ect of urban built-up. Hence, we use the

CA model to calibrate the neighbourhood e�ect on urban growth. To do so, we use a 3 �

3 grid of cells � also known as Moore's neighbourhood. This particular window size has been

chosen as many studies (White and Engelen (2000), Poelmans and Van Rompaey (2009), Zaitsev

(2017)) have proved it to be e�ciently capturing urban growth phenomena because of its easy

con�guration and su�cient local characteristics (Zhang and Wang (2021)). The neighbourhood

for a given cell is calculated as given below.

N c1 ;c2
ij =

j+1X

n=j�1

i+1X

m=i�1

�(c mn ; c2) � (1 � � m;i � � n;j ) (3a)
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where �a;b =

8
<

:

1; if a = b;

0; otherwise:
(3b)

where Nc1 ;c2
ij is the 3 � 3 Moore's neighbourhood for the cell at index (i; j). The cell is

to transition from class c1 to class c2. Here, Nc1 ;c2
ij is de�ned as the number of cells in the

neighbourhood of cell (i; j) that have the class c2. Equation 3a calculates the neighbourhood by

comparing the class of each cell in the neighbourhood (cmn ) with c 2. � a;b here is the Kronecker

delta function, de�ned in Equation 3b.

Consolidating the e�ects of both � the probability maps from MNL (P c1 ;c2
ij ) and the neigh-

bourhood interactions (N c1 ;c2
ij ) as described above, we de�ne the transition potential (Tc1 ;c2

ij ) �

the realistic likelihood of a cell (i; j) transitioning from class c 1 to c2, below, in Equation 4a.

Following this, we form the transition rule, which is a mathematical formulation for the spatial

allocation of the potent cells at every time step. It makes the backbone of our MNL-CA model.

To incorporate a degree of randomness while preserving the transition potential as the primary

determinant, transitions are permitted only when their potential exceeds a randomly generated

value drawn from a Gaussian distribution constrained between 0 and 1 (Equation 4b).

T c1 ;c2
ij =

q
P c1 ;c2

ij � N c1 ;c2
ij (4a)

T c1 ;c2
ij > n; n 2 U([0; 1]) (4b)

Considering the CA transition rule and the above-mentioned methods, we cumulatively

allocate new built-up cells for each year (time step Tn ), giving us the simulated built-up map

comprising all class transitions. As a part of our modelling, we �rst simulate a map of 2020

(based on 2000-2010 demand) to compare it with the observed map for the same year.

2.4.3 Validation of the Model

Once we simulate the map for 2020, we validated it with observed 2020 urban built-up maps

before further simulation. Validation helps to understand the robustness of a model's ability

to predict accurately. In our study, we have used two well-known metrics for validating our

model's output. They are:

1. The Relative Operating Characteristics (ROC) curve evaluates the goodness of �t

in MNL models by comparing a probability map with actual outcomes (Hu and Lo (2007)).

The key component of ROC analysis is the Area Under the Curve (AUC), which measures

the model's ability to distinguish between classes, with values ranging from 1.0 (perfect)

to 0.5 (no discriminative power) (Pontius and Schneider (2001)). One of the signi�cant

advantages of the ROC method is its independence from class distribution, allowing fair

comparisons across di�erent models or scenarios. In urban growth studies, it is useful

for assessing models like CA and machine learning approaches, where spatial transitions

are key (Chen et al. (2014)). The ROC curve plots True Positive Rate (TPR) vs. False

Positive Rate (FPR), demonstrating the trade-o� between sensitivity and speci�city. This

versatility underscores its relevance in validating urban growth simulations and planning

frameworks.
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The AUC is calculated as

AUC =
Z 1

0
TPR(x) dx (5)

where AUC represents the Area Under the Curve, a summary statistic used to evaluate

model performance. TPR(x) is the True Positive Rate (TPR) as a function of the threshold

x, and dx represents the in�nitesimal change in the False Positive Rate (FPR). The TPR

and FPR are calculated using the following equations.

TPR =
True Positives

T rue Positives + False Negatives
(6a)

FPR =
False Positives

False Positives + T rue Negatives
(6b)

where TPR shows the proportion of actual positives (urban transitions) that are correctly

identi�ed by the model. FPR represents the proportion of negatives (non-urban parcels)

incorrectly identi�ed as positives.

2. Kappa Statistics (Cohen's Kappa, �) assesses the agreement between two categorical

variables in classi�cation tasks. In urban growth modelling, � compares predicted and

observed land cover to evaluate model accuracy (Congalton (1991)). Unlike ROC, � values

range from -1 to 1, where 1 indicates perfect agreement, 0 represents random chance, and

negative values suggest less agreement than expected by chance (Rwanga et al. (2017)).

� accounts for chance agreement, making it a more robust measure than simple accuracy.

It is commonly used in urban growth models, such as CA and machine learning, to ensure

reliable simulations that re�ect real-world patterns (Li and Yeh (2000)). In dynamic

urban environments, � helps evaluate the accuracy of land-use change models (Wang

et al. (2012)).

The general formula of Cohen's Kappa is expressed as given below.

� =
Po � P e

1 � P e
(7)

where Po is the observed agreement (accuracy) and Pe is the expected agreement by

chance. The interpretation is as follows:

ˆ � = 1: perfect agreement

ˆ � = 0: agreement is no better than chance

ˆ � < 0: worse than chance.

Once an accurate validation between observed and simulated maps is observed, we simulate

future predictions for years 2030, 2040 and 2050 for BAU and GAU scenarios to evaluate the

spatial distribution a�ecting land-take under the two di�erent demand scenarios.

2.5 Spatial metrics as a measure of land-take

Spatial metrics are quantitative tools used in urban modelling to analyse and represent spatial

structures and patterns. This will improve the understanding of the land-take scenario and will
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guide towards sustainable development by analysing urban structure and composition. To align

with our aim of simulating urban growth and understanding land-take scenarios in Wallonia,

it is important to assess growth patterns and their distribution types. Hence, we developed a

Python work�ow to compute spatial metrics determining the kind of urban growth primarily

governing the land-take in our study area for both the growth scenarios.

Wallonia has a dominance in rural development with some important urban cores like Liege,

Mons, Namur, etc. (Figure 2). This is why we use spatial metrics as a tool to understand the

development pattern, especially in the context of land consumption. While most studies deal

with the amount of land-take or area consumed by urban growth, there are few works done

for understanding the spatial pattern governing them (Martin et al. (2005), Hosseinali et al.

(2013), Colsaet et al. (2018)). In our study, we extend the simulation of the land take scenario

by supporting it with its spatial pattern. Below, in Table 3, are the selected spatial metrics

used in our study to understand the landscape pattern under growth scenarios.

Table 3: Description of selected metrics used in urban growth analysis.
Metric Formula Explanation

Urban Sprawl Index (USI) USI = Built-up area
Urban extent Measures the extent of sprawl by assessing

the ratio of built-up area to urban extent.
Shannon Entropy (SE) H = �

P n
i=1 pi ln(p i ) Quanti�es urban distribution uniformity;

higher values indicate more dispersed
growth.

Patch Density (PD) PD = Number of patches
Total area Describes fragmentation; higher values

signify more fragmented urban land-
scapes.

Average Contiguity (AC) AC =
P

Contiguity of patches
Number of patches Indicates urban compactness; higher val-

ues suggest more contiguous growth.

3 Results

3.1 Impact of independent variables on urban growth

We calibrated our MNL model for urban expansion (reference class 0 to built-up classes 1, 2

and 3), and urban densi�cation (reference class 1 to 2 and 3, and reference class 2 to 3). The

model produces coe�cients for each independent variable, showing their respective contribution

to the process of urban expansion and densi�cation.

Our �ndings, depicted in Figure 3, show that zoning policies emerge as the most signi�cant

explanatory variable having a positive impact on the urban expansion process with coe�cient

value of 3.450, 3.035 and 3.374. This observation is in line with Mustafa et al. (2018b) and

Poelmans and Van Rompaey (2010). As for the geophysical factors, Elevation has an overall

positive impact on the development of low-density cells (coe�cient of 0.042) while having a

negative impact on high-density built-up development. Slope, on the other hand, has a negative

impact across all three built-up classes. Overall, we observe that distance to roadways has a

negative impact on the urban expansion processes (Highways) in Table 1. Distance to railway

stations (ERS) has no signi�cant impact on low and medium built-up density and a negative
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(a) (b) (c)

Figure 3: Graphs showing coe�cients derived from MNL model for (a) urban expansion (refer-
ence class 0), (b) urban densi�cation (reference class 1) and (c) urban densi�cation (reference
class 2).
(Hatched bar shows variables signi�cant at p-value < 0:01)

impact on high density expansion, i.e. cells located further away from the stations have a lower

chance of being urbanised with high density cells. The variables ELC and EMC (Table 1) have

a positive impact with values 0.001 and 0.216, on high-density expansion. On the contrary, it

has a negative impact, particularly in low-density expansion. EMD or job density measures

the number of jobs available in di�erent categories per municipality area. For higher density

built-up, it has a positive impact while it re�ects a negative impact in low density built-up

expansion, even though signi�cant.

While calibrating urban densi�cation using MNL, similar to expansion zoning, has been

a signi�cant positive variable impacting the urban densi�cation process. Elevation derived from

DEM and slope largely a�ect the process with an increase in density levels. However, the neg-

ative coe�cient has signi�cance in terms of its p-value. Pertinent to our observation regarding

accessibility, the densi�cation process is also negatively impacted by distance to roads even

though their signi�cance prevails in medium and high built-up classes. Similar to expansion,

ERS (Table 1), on the other hand, re�ects a positive coe�cient of 0.027 and 0.031 (class 1 to

2 and 3), and negative in medium to high density class transition. However, the impact of

railway station does not hold a signi�cant relationship. Distance to Large cities holds a non-

signi�cant impact on medium and high-density built-up, while medium cities negatively impact

urban densi�cation. The density of jobs attracts more built-up development, thus found to have

signi�cance with positive coe�cients (0.177 and 0.144) for medium and high density built-up,

respectively.

The ability of an MNL model's calibration can be measured using a probability map showing

the likelihood of built-up occurrence to a binary map of actual occurrence. This probability

map results from the coe�cient produced by MNL. ROC value is a robust and widely used

technique which indicates that a value > 0:5 indicates a model's good �t (Hu and Lo (2007),

Wang et al. (2012)). In our study, we computed the ROC for urban expansion (class 0 to 1, 2

and 3) based on the probability map and observed built-up maps. The values are 0.790, 0.840

and 0.930 for class 1, 2 and 3, respectively. Similarly, ROC for densi�cation also suggested high

calibration ability of MNL as shown in Table 4.
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Table 4: ROC value of MNL model for each density class transition (row to column).

Class 1 Class 2 Class 3

Class 0 0.790 0.840 0.930

Class 1 � 0.989 0.991

Class 2 � � 0.978

3.2 Accuracy assessment for MNL-CA growth modelling

The model accounts for transitions both from non-built-up to built-up density classes and from

lower to higher built-up density classes. To assess its predictive performance in allocating built-

up demand, we simulated the built-up map for the year 2020 based on demand data from

2000�2010. This simulated map was then compared with the observed 2020 built-up map,

derived from Belgium's cadastral data, to evaluate the model's accuracy.

Figure 4(a) shows the built-up map, depicting the 4 density classes for the year of 2020.

Understanding this spatial distribution is crucial for assessing the model's performance. The

model achieved high ROC values across built-up density classes: 0.994 (class 0), 0.923 (class

1), 0.963 (class 2), and 0.965 (class 3). The overall Cohen's Kappa (�) coe�cient was 0.925,

indicating substantial agreement between the observed and simulated maps. To further evalu-

ate the reliability of these results, an accuracy map of the simulated result has been visually

represented in Figure 4(b). By comparing it to the built-up map, spatial patterns of over- and

under-predicted cells become evident, highlighting areas of alignment with observed data as

well as regions with notable discrepancies.

It is usually noted that the calibration accuracy of a model tends to surpass its validation

accuracy (Al-Ahmadi et al. (2009), García et al. (2012)). This limitation can be attributed to the

simulation's inability to account for the inherent uncertainty in the allocation of built-up areas

observed in real-world scenarios. To address this, we incorporated a stochastic component into

the CA model, which improved its ability to handle variability and achieve realistic simulations.

3.3 Simulation of future urban development under the BAU and GAU sce-
narios

The urban growth simulation until 2050 under the BAU and GAU scenarios o�ers a compre-

hensive comparison of land-use planning in Wallonia. Using the MNL-CA model, the demand

derived for both scenarios was allocated, enabling an analysis of the temporal changes in ur-

ban growth. Previous studies, such as Mustafa et al. (2018a) and Thorne et al. (2013), have

employed BAU growth approaches for futuristic predictions, by linearly extrapolating the past

demand over multiple years to simulate future scenarios. Similar to their �ndings, we identi�ed

a progressive shift from expansion to densi�cation in Wallonia between 2000-2020 (Table 2).

Even then, the expansion processes remained predominant. Alongside this, our study makes an

assumption of Growth-As-Usual, the most recent observed demand extrapolated constantly to

make projections about the future.

The BAU scenario, which extrapolates historical demand, shows a steady decrease in land

take over time. Starting at 1.79 hectares/day in 2020, the daily land take gradually reduces
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