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ABSTRACT

Context: This study investigates the seafloor character of a 12 km2 area off Simon’s

Town in False Bay, South Africa.

Aims: The goal was to map the seafloor geology around Roman Rock Lighthouse,

focusing on sedimentology.

Methods: Side-scan sonar and single-beam echosounder were used, complemented

by sediment sampling and diver observations for ground-truthing. Sediment samples

were analysed for texture and composition.

Key Results: Six patterns of reflectivity (acoustic facies) were identified, including

granite outcrops, wave ripples, and patches of gravelly and quartzose sands. Sediment

analysis showed a mix of calcareous and quartzose components, with calcareous

material dominating the gravel fraction near granite outcrops.

Conclusions: The Roman Rock seafloor reflects a complex depositional environment

shaped by biogenic activity and wave-induced sediment transport.

Implications: This research lays the groundwork for future geological studies in

False Bay, particularly around wave-induced sediment dynamics.
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1. Introduction

This paper revisits and updates an earlier, unpublished study (Terhorst, 1988) that

explored the seafloor geology around the Roman Rock lighthouse, located in the northwest

corner of False Bay, South Africa. The initial investigation employed side-scan sonar and

single-beam echosounder technologies to map the area’s seafloor geology, complemented

by grab samples and diver inspections to validate the sonar interpretations. This revision

summarises the foundational work and re-examines its conclusions using recent geological

and physical oceanographic data, providing a contemporary perspective on the findings.

Recognising that technological advancements can reshape our methodologies, this paper

argues for the enduring value of earlier techniques when applied thoughtfully and

supplemented with new information. We aim to bridge the gap between past and present

research, renewing interest in the seafloor geology of False Bay and underlining the

importance of continuous exploration in marine science.

Numerous geological studies have been conducted in False Bay, offering a comprehen-

sive understanding of the region. Research covering the entire bay includes works by

Morgans (1956),Bowie (1966),Simpson, Du Plessis and Forder (1970),Gentle (1971),Flem-

ming (1982), and Du Plessis and Glass (1991). Other studies have focused on specific

areas within False Bay: Retief’s 1970 research focuses on sediment transport patterns

in Gordon’s Bay (Retief, 1970). At the same time, Flemming (1976) explores the evo-

lution of Rocky Bank at the entrance of False Bay. Erosion of the northern shoreline,

particularly around Strandfontein and Monwabisi Beach, has been studied by Schoonees,

Scholtz, Van Tonder, Moller and Lenhoff (1983), Fourie, Ansorge, Backeberg, Cawthra,

MacHutchon and van Zyl (2015), and MacHutchon (2015). Van Zyl (2011) documented

a side-scan sonar survey along the western shore that forms part of the Table Mountain

Marine Protected Area. This localised study, originally commissioned by the Institute

for Maritime Technology (IMT) on behalf of the South African Navy Hydrographic

Office, stands out as one of the more detailed geological explorations in False Bay.

As to the organisation of this paper, the following section describes the physical setting

of False Bay. This description covers (a) the physiography of the bay, (b) its seafloor

geology, and (c) various aspects of the bay’s physical oceanography. The paper then

2



Figure 1. Shaded relief map showing the location of the study area (outlined in blue) off Simon’s Town in the
NW corner of False Bay. Note the steep mountains to the west and north of the survey area that significantly
influence the wind regime across False Bay. Rocky Bank focuses the energy of long-period swells entering the
bay.
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explains how the data in the Roman Rock area were collected and processed, followed

by a presentation and discussion of the results of the data analysis. It concludes with a

summary of the main findings and recommendations for further research.

2. Physical setting

False Bay is the southward extension of a broad sandy valley known as the “Cape Flats”

situated between the mountainous Cape Peninsula to the west and the Hottentots-

Holland Mountains to the east (Figure 1). The seafloor within the bay slopes at a

gradient of 1:370 toward the south, reaching a depth of over 100m between Cape Point

and Cape Hangklip (Du Plessis and Glass, 1991; Glass and Du Plessis, 1976; Rogers,

2018). Apart from rock pinnacles and reefs around Roman Rock, Seal Island, York Shoal,

East Shoal, and Whittle Rock, the seafloor in the western and southern parts of the

Bay is relatively smooth, unlike the seafloor in the eastern part, which is more irregular

(Du Plessis and Glass, 1991). Rocky Bank is a shallow reef at the entrance to False Bay

that affects how ocean swells enter the Bay.

2.1. Geology

The geology of False Bay is inferred from onshore geological maps, hand-contoured

hydrographic survey fair-charts, dredge and grab samples, and from magnetometer,

shallow seismic and side-scan sonar traverses (Du Plessis and Glass, 1991).

2.1.1. Bedrock geology

Cambrian (∼ 540 my) Cape Peninsula Granite underlies the western half of False Bay.

The Cape Peninsula Granite intruded the Cambrian (∼ 560 my) Malmesbury Supergroup

shale that underlies the eastern half of False Bay (Belcher and Kisters, 2003; Scheepers

and Schoch, 2006). The Ordovician Table Mountain Group’s erosion-resistant sandstone

overlies the Cape Peninsula Granite and Malmesbury Supergroup. The sandstone forms

the mountainous terrain flanking the western and eastern sides of False Bay (Theron,

1984).

The granite outcrops along the coast south of Simon’s Town tend to be blocky and
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well-jointed with deep weathering in places (Rogers, 2018, p. 253 – 274). Seismic profiles

show that False Bay’s granite is deeply weathered in places. Joint spacing probably

controls the depth of weathering – the closer the spacing, the deeper the weathering

(Linton, 1955). Granite outcrops are more likely to occur where joints are more widely

spaced (Glass, 1977).

Roman Rock lighthouse, situated in the middle of the study area, is built on top of

a large granite tor that protrudes above the sea surface (Figure 2). South of Simon’s

Town, the unconformity between the Cape Peninsula Granite and the Table Mountain

Group is about 100 metres above the current sea level (viz. Rogers (2018, p.64)). The

unconformity dips below sea level north of Simon’s Town, suggesting the bedrock in the

northwestern corner of the study area is likely part of the Table Mountain Group.

The Cape Peninsula Granite and lower parts of the Table Mountain Group have been

intruded by a swarm of dolerite dykes (Haughton, 1933). The dyke swarm dates to the

Early Cretaceous and is thought to be associated with the opening of the South Atlantic

(Backeberg, Reid, Trumbull and Romer, 2011). Magnetometer data indicate the presence

of a large WNW-ESE trending dolerite dyke in the Cape Peninsula Granite beneath the

study area (Simpson et al., 1970).

2.1.2. Unconsolidated sediments

Much of the seafloor in the western half of False Bay is covered by sediment, unlike the

seafloor in the eastern half of the bay, which is mostly exposed Tygerberg Formation

siltstone (Du Plessis and Glass, 1991). Seismic profiles indicate that the unconsolidated

sediment is more than 10 m thick in the middle of False Bay. However, it is less than

2m thick in the study area (Du Plessis and Glass, 1991). Flemming (1982) analysed

190 sediment samples collected in False Bay by Bowie (1966) and Glass and Gasson

(1980). Four of these samples were collected within the study area. The unconsolidated

sediment is mostly fine to medium sand, except around granite outcrops, which are

composed of coarse bioclastic material. According to Flemming (1982), bottom-traction

is the primary sediment movement mechanism in the study area’s western part. In the

deeper eastern part of the study area, the primary mechanism for sediment movement is

lower-bottom suspension.
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Figure 2. Roman Rock lighthouse – December 2022. The cast-iron lighthouse was built in 1861 on top of a
granite tor that protrudes above the sea surface at low tide. Note the north-facing solar panels that power the
lighthouse. Simon’s Town appears in the background at the base of the 678m high Swartberg mountain. Image
credit: Andrew Morson.
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2.2. Physical oceanography

2.2.1. Wind regime

Weather patterns at the SW tip of Africa are influenced by the interaction between

the South Atlantic Anticyclone (SAA), situated in the subtropical high-pressure belt,

and westerly (Rossby) waves in the circumpolar low-pressure belt (Schulze, 1965). The

position of the SAA oscillates between a southern hemisphere summer mean of 32◦S and

a winter mean of 28◦S. False Bay, at about 34◦S, is dominated by anticyclonic conditions

in summer and by cyclonic conditions in winter (Jury, 2020). Consequently, the physical

oceanography of False Bay is dominated by a bidirectional wind regime, with winds

blowing seasonally from opposing quarters. Figure 3 depicts the monthly wind speed

distribution and wind direction in False Bay. It is based on ERA5 monthly averaged data

on single levels from 1979 to the present (Hersbach, Bell, Berrisford, Hirahara, Horányi,

Muñoz-Sabater, Nicolas, Peubey, Radu, Schepers et al., 2020). The Bay is dominated by

SE winds from October to April and by NW winds from May to September. SE winds

tend to blow harder than the NW winds.

The mountainous terrain of the Cape Peninsula strongly influences wind patterns

in False Bay (Jury, 2020). As Figure 1 shows, mountains shield the study area from

strong NW winds. However, the same mountains also channel strong SE winds (Coleman,

Diedericks, Theron and Lencart e Silva, 2021). Gale-force SE winds can generate rough

seas across the study area.

2.3. Thermal structure

Atkins (1970a) was the first to analyse the thermal structure of False Bay. His data show

that sea-surface temperatures (SSTs) in the study area range from 20.3 ◦C in summer

to 14.8 ◦C in winter. Bottom temperatures in the study area range between 12.2 ◦C

in summer to 14.3 ◦C in winter. Recent circulation models support earlier conclusions

that the pronounced thermocline observed in summer is caused by SE winds pushing

warmer surface water into the Bay (Coleman et al., 2021; Grundlingh and Potgieter,

1993; Wainman, Polito and Nelson, 1987).
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Figure 3. ERA5 monthly average wind speed and direction in False Bay. ERA5 is the fifth generation
European Centre for Medium-Range Weather Forecasts (ECMWF) reanalysis for global climate and weather.
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2.4. Tidal regime

Analysis of historical tide-gauge data shows that Simon’s Town experiences a spring-tide

range of 1.486 meters. False Bay falls into a semi-diurnal upper micro-tidal (<2 m

tidal-range) environment (Davies, 1980; Grundlingh and Largier, 1991; Stephenson,

2016). With such a regime, tidal currents are expected to be relatively weak in the

study area (Rautenbach, Barnes and de Vos, 2019; Vos, Vichi and Rautenbach, 2021).

Data from an Acoustic Doppler Current Profiler (ADCP) deployed off Miller’s Point, six

kilometres south of Simon’s Town, show that tide-driven bottom currents never exceed

0.1 ms−1 (Coleman et al., 2021).

2.5. Swell regime

Southwesterly swells dominate the southwest coast of South Africa (Figure 4). The

Cape Peninsula provides a natural barrier protecting much of False Bay from the direct

impact of these swells. Rocky Bank, at the mouth of False Bay, focuses the energy of

southwesterly swells on the rocky eastern shoreline of False Bay, as detailed in studies

by Shipley (1964), Darbyshire (1966), and more recently by Salonen and Rautenbach

(2021).

Southerly swells, originating from deep low-pressure systems south of the country,

occasionally penetrate the bay. These swells, too, are concentrated by Rocky Bank,

but their impact is felt predominantly along the northwest shore of False Bay (Bang,

1967; Darbyshire, 1966). This concentration of energy can cause considerable damage to

coastal structures, as documented by MacHutchon (2015) and Pfaff, Logston, Raemaekers,

Hermes, Blamey, Cawthra, Colenbrander, Crawford, Day, Du Plessis et al. (2019). The

eastern half of our study area lies directly in the path of these focused southerly swells

(Figure 5).

Data from the above-mentioned ADCP show that wave heights in the northwest corner

of False Bay can reach 1.5 m (Daniels, Fearon, Vilaplana, Hewitson and Rautenbach,

2022). However, such wave heights tend to be associated with shorter-period waves

between 4 s and 6 s, typically generated by strong local winds.
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Figure 4. ERA5 monthly average swell height and direction at the SW tip of Africa. Southwesterly swells
dominate the region.
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Figure 5. Modelled wave heights in False Bay illustrating the shielding effect of the Cape Peninsula on
southwesterly swells. The study area is exposed to southerly swells. SWAN model outputs courtesy of Christo
Rautenbach and Marc de Vos.

2.6. Surface and bottom currents

Atkins (1970b) found wind-driven surface currents dominate False Bay. He describes a

clockwise circulation driven by SE winds and an anti-clockwise circulation driven by

NW winds. Current meters show that surface water is driven into the middle of the bay

by SE winds and exits on the eastern and western sides (Grundlingh and Largier, 1991;

Wainman et al., 1987).

Circulation models indicate complicated surface-current patterns for different wind

speeds and wind directions (Jury, 2020; Vos et al., 2021). Bottom currents tend to flow

differently from surface currents (Coleman et al., 2021; Vos et al., 2021). The models

show that in the study area, surface and bottom currents move in a northerly direction

with SE winds. With NW winds, surface currents move in a southerly direction. In

contrast, bottom currents move in the opposite direction (Coleman et al., 2021). In other

words, wind-driven bottom currents flow northwards through the study area, no matter

how the wind blows. Tide-driven currents develop when there is no wind-forcing and

flow northward during incoming tides and southward during outgoing tides (Vos et al.,
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(a) Shirley-T

(b) Annie-K

Figure 6. Catamaran workboats used for data collection

2021).

3. Methods

3.1. Data collection

Data collection occurred in two stages during 1985 and 1986. The initial phase involved

seafloor mapping using side-scan sonar and echosounder, followed by sediment sampling

and diver inspections for verification in the second phase. This was conducted using two

catamaran workboats, the Shirley-T and Annie-K (Figure 6), equipped for surveying

and diving.

3.1.1. Geophysical survey

An integrated survey system, comprising an autopilot, single-beam echosounder, and an

analogue side-scan sonar system, steered a small catamaran boat along predetermined

tracks. A microwave ranging system provided one-meter accuracy position fixes (the

12



18.44°E 18.46°E 18.48°E 18.50°E

34.19°S

34.18°S

34.17°S

0.0 0.5 1.0 1.5 2.0 km

     Depth below 
mean sealevel (m)

0
5
10
15
20
25
30
35
40

Figure 7. Depth soundings along 66 east-west oriented survey tracks

survey was conducted before GPS became prevalent). The survey unfolded in two phases:

The first phase recorded 7811 depth soundings at one-second intervals along 66 east-west

tracks spaced 60m apart (Figure 7). The second phase collected 10.8km2 of 100kHz

side-scan sonar imagery along 22 east-west tracks spaced 180m apart (Figure 12). Tracks

were traversed at 3.5 knots to achieve a 2m along-track resolution. The system produced

side-scan sonar imagery, corrected for speed and slant range, at a 1:1000 scale, with

position fixes marked every 30 seconds on the paper records.

3.1.2. Sediments sampling and diver-inspections

Proper interpretation of side-scan sonar imagery requires quality ground control (Bouma

and Rappeport, 1984). To avoid misinterpretation of the side-scan sonar imagery, sediment

samples and information from SCUBA diver inspections were obtained from several

locations within the study area.

This study collected 71 sediment samples: 66 were obtained using a hand-operated Van

Veen grab (Van Veen, 1936), and SCUBA divers collected five during seafloor inspections.

The sampling sites targeted different patterns of acoustic reflectivity (acoustic facies)

observed on the side-scan sonar imagery. Figure 8 shows the location of each sample

site. The Van Veen grab retrieved up to 0.6 litres of sediment. Retrieved samples were
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Figure 8. Sediment sample sites. Colours indicate which acoustic facies were sampled. Shapes indicate the
sampling method used.

emptied into a bucket to allow fines to settle and remove macrofauna and excess water

before being transferred into a labelled 700 ml jar. Diver-collected samples were scooped

into similar jars and capped underwater before being brought to the surface.

The SCUBA divers inspected different patterns of acoustic reflectivity at ten dive

sites (Figure 9). Ten divers, including three marine geologists and one marine biologist,

participated. For safety, dives were limited to fair weather and depths under 30 metres,

restricting sites to the study area’s shallower western part. Sediment samples were

collected at six dive sites. Divers recorded notes on plastic sheets and took underwater

photographs with Nikonos IV A cameras.

3.2. Data processing and analysis

3.2.1. Geophysical survey

The 1:1,000 scale paper imagery was reduced to 1:2,000 scale using a photocopier

for easier handling. These reduced copies were arranged in a mosaic on the lab floor,

allowing the first author to visually assess and classify sonograph facies based on acoustic

reflectivity, following the approach of Kidd, Simm and Searle (1985). Underwater Surveys

then transferred these facies onto 1:2,000 scale track charts, which were photographically
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reduced to 1:10,000 scale and compiled into a single map. This map was digitised as

an ESRI shapefile for integration with other spatial data. While digital methods offer

precision and efficiency, physically assembling the mosaic at a 1:2,000 scale provided an

unequalled overview, enabling pattern recognition and spatial interpretation in a way

often lost on a computer screen.

The 7811 depth soundings, time-stamped and tide-corrected, were converted into

XYZ data points. One-meter interval depth contours were generated from these data

using TNTmips software and saved as an ESRI shapefile.

3.3. Sediment sample analysis

The workflow used to determine the textural and compositional properties of all the

sediment samples is presented in Figure 10.

3.3.1. Sample preparation

The wet sample was split by “coning and quartering” (Gerlach, Dobb, Raab and

Nocerino, 2002). A quarter was put aside for laboratory analysis. This sub-sample

underwent desalination via osmosis in dialysis tubing immersed in refreshed tap water

overnight. The desalinated sample was then split again, allocating three-quarters for
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